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Executive Summary

This deliverable desibes all enablersn the context ofdelivering Smart/Adaptive/Flexible 5G
security as sought by INSPIREplus, owned by consortium members and either fully developed or
upgradedin the course of the projectt has been constructed in the sake agliveiing structured
coherent, well ordered descriptions as well as highlighting how these enahteract andbring a
progress with regards to therpject identified security gaps (recalled in this document).

The enabler descriptions are grouped fime project advancement categoriegefined asAFML for

smart security, E2E Zero Touch Security Management, Security Enforcement and Control, Security
Analytics and Data Collectiomhese categoriegroup enablers and thettevelopersby technological
proximity and cover altogether the security gaps identified as part of prior work inptloiect (and
recalled in this documentjach category is in fact action of this document.

We begin this document with a general introduction recalling the main tenet of wark,
introducing the typical closetbop mechanism that controls and propagate the contagaptive and
measuredcontrolled security. This introduction alsecallsthe main categories as stated above and
their interactions inside the closddop. Each &tion includes an introduction on the relative
positioning and interactions between the enablers that fall under one category.

Inside a sction, the enabler description follows one unique and remgrtemplate for the sake of
easing thereading and coha@mce The template includes the enabler problem statement and
challenges, the State of the Art, the enabler description &righ@siioning inside the INSPHEBplus
High Level Architecture, the unique architectural reference for phigect. Each ection starts with
anintroduction which depicts the relative positioning of the covered enablers between them.

Thedocumentconcludesby mapping each enabler with thareviously identifiedsecurity gapsand
addressing how the enablers bringpeogress in thatlirection.
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Terminology andAbbreviations

Terminology

For removing ambiguity on the meaning of these frequently used terms in this document, the
following claifications are given.

Security | A security asset is any component that supports security related activities (prote
Asset detection and/or mitigation). In thiseport it generally represents existing software
virtualized functios from researchprior to INSPIREGplus.

Security | INSPIREGplus Security Enablers are the major building blocks to achieve &

enable automated Eneto-End security management in muttomain 5G environments. The
are the security features, products or services developed within the project. 1
enablers ca leverage on one or more security assets, their configuration and log
operation to empowelsecurity as aervice paradigm.

Abbreviations

5GC 5G Core

AMF Access control and Mobility Management Function
AUSF | Authentication Server Function

BTB Branch Target Buffer

Cu Central Unit

DU Distributed Unit

DVB Digital Video Broadcast

E2E EndTo-End

EC European Commission

eCPRI | evolved Common Public Radio Interface
eMBB | Enhanced Mobile Broadband

EPC Evolved Packet Core

ETSI EuropearnTelecommunications Standards Institute
GDPR | General Data Privacy Regulation

gNB Next Generation Node B

HOA Higher Order Ambisonics

JSON JavaScript Object Notation

L1 First level of Cache

LLC Last Level of Cache

mMMTC | massive Machine Tygeommunications

KVM kernelVirtual Machines
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MANO | Management and Network Orchestration
MEC Multi-Access Edge Cloud

mMMTC | massive Machine Type Communications

NF Network Function
NFV Network Function Virtualisation
NR New Radio

NRF Network FunctiorRepository Function

NS Network Service

NSA Nonstand Alone

NSSF  Network Slice Selection function

0s Operating System

PCF Policy Control Function

PNF Physical Network Function

REST Representational State Transfer

RRH Remote Radio Head

RRU RemoteRadio Unit

SA Stand Alone

SBA ServiceBased Architecture

SDN Software Defined Networking

SGX {2FG6F NS Ddzr NR 9EGSyaArzy
TLB Translation Lookaside Buffer

UDM Unified Data Management

UPF User Plane Function

URLLC | Ultra-Reliableand Low Latency Communications
VNF Virtual Network Function

VSF Virtual Security Function

ZSM Zeratouch network and Service Management
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Informative references

In this document, many references to the following documents issudtlBPIREGplusare made:
D2.1Delivered at M6

This initial and collectively produced Deliverable defines the initial security landscape of 5G
networks, as well as the evolution of requirements and trends insé&ghirity. Security threats,
security requirements, standasd and the collaborative research projects aamalysed The
document concludes with deemed actual security limitations and gaps regrouped in paragraph its
5.7, always redrred by the present documenthis document can be accesseddt1).

D2.2Delivered at M1§concurrentlywith this Deliverable D3)1

This Deliverable introduces thenablementghat vertebrate current and future security assets and
architectures in present 5G and beyond. Based on these technologies and thersnatiteduced, a
set of initial Use Cases at platform and vertical level contesalid demonstrée the usage of
the securityenablementsas well a®f the trust andliability mechanisms.
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1 Introduction

The 5G architectural landscape is based on therugtive concepts and technologies of
Softwarization, Virtualization, and Cloudification. While these innovative technologies introduce new
risks to 5G networks, security management should align with these paradigms, exploiting their
flexibility and scalaility benefits while ensuring consistency with the deployed system's architecture.
The introduced benefits of these technologies are summarized below:

9 Virtualization of the security functions includes a large diversity of capabilities ranging from
classich firewalls to early detection and response systems with potentially sophisticated
intelligent protection and detection;

1 the Softwarization of these functions allows their orchestration and chaining at various levels
and consequently their dynamic compasi;

1 / t2dZRAFAOIGAZ2Y Fff2ga aSOdz2NAGe (2 F2tt26 (K
the required scalability of security applications and align to the best Threat Intelligence
updates regarding emerging vulnerabilities and attacks.

Softwariation, virtualization, and cloudification allow the intelligent orchestration of security
functions across various domains utilizing Al & ML in order to achievet@aerh automation. This
deliverable describes such implementations and provides Sthtke-Art information to support
GKA& LIINRFOK o6& RSGIAfAY3 (GKS NBadzZ Ga 2F Lb{t
the period from M4 to M18.

The objective of Work Package 3 is to leverage on 5G security achievements to date to progtess mos
promising ones, such as the usage of Software Defined Security models and techniques to increase
the level of automation, while making them smarter by advancing 5G drivers and the way they are
used to render security. Investigating-#¥dsed models and thniques is considered as the most
significant advancement driver for 5G security in this WP.

The work done in Task 3.1 for the M8 period is focused on the analysis of 5G security assets,
requirements, use cases, and evolutions identified in WP2, #isawéhe test cases of WP5 in order

to select the useful and promising existing assets for WP3 and plan their advancements in each of the
WP3 tasks: Task3.2 focusing on leveraging Software Defined Security, Task 3.3 focusing on
advancements related to Aficial Intelligence and Machine Learning, and Task 3.4 related to ZSM
Security Management. Planned advancements look for extending the existing selected assets or
defining new enablers.

Based on this analysis, and more specifically the gap analysisvéisatielivered in D2.{see brief
info on D2.1on the previous pagefivecategories for 5G advancement were identified to be covered
in WP3:

1. Al & MLexplores Artificial Intelligence and Machine Learning techniques for advancing 5G
security.

2. ZSM (Zero toucnetwork & Service Managemetitcuses on the automation of E2E security
management and slicing based on SoftwBrefined Security and SECaaS paradigms.

3. Security enforcement & contr@ related to the previous category; it leverages Software
Defined Sectty to enforce security policies and SSLAs (Security Service Level Agreements)
that are needed to be managed in a flexible, optimal and autonomous way.

4. Security Analyticexplores the usage of data analytics and efficient Al and ML driven
mechanisms fodetecting threats in 5G networks, based on data generated from network
elements and heterogeneous probes distributed across the 5G infrastructure (RAN, CN, TN,
Edge).

5. Security data collectiors important to theSecurity Analyticeategory, as it also exgles
Machine Learning relevant techniques for data collection.
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INSPIRBGplus has formulated its Hidlevel Architecture (HLA) described in D2based on
ARSYGAFTASR NXBIj dzaA NBY Sy (i e GasieS ahY BRTHIZSM rbf@refichitedtuse. t NP 2 !
The HLA is composedf a set of functional blocks o at Domain level (i.e., RAKEN, TN, Edge
domains) and E2IEvel thatultimately form a closedoop mechanism when enforcing policies.

Figure 1 depicts how the building blocks of the INSBIR#us High.evel Architecture (HLA) falls
into the five categories or functional blocks described above, marked incbloer.

A TheAl and MLcategoryincludes the E2E and Domain Decision Engindihgiblocks, as well
as the various security intelligence enablers.

A TheZSM for security managemerategory englobes security policies, orchestration, SSLAS,
and secure slicing management (included in service management building block).

A The Enforcement ad Control category represents the security enablers that can be
dynamically deployed or configured by the Security Orchestrator to enforce security policies
by supporting 5G infrastructure with Network Security Functions, designed using Network
Function Mitualization (NFV) and Software Defined Networks (SDN) paradigms.

A TheSecurity Analyticsncludes enablers that aggregate information from the data collection
process and trigger decisions and alerts by analysing big amounts of collected data and
detectinganomalies in order to reduce cyber resilience KPls.

A TheSecurity Data Collectionategory relates to data management (generation, processing,
etc.) and security related information
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Figurel: INSPIRBGplus High.evel Architecture building blocks coverage

The ultimate objective behind the identification of these advancement categories is to devise how
smart 5G security can be architected and orchestrated in order to cover a complete -tbopeaf
protection, detection, and response (see Figure 2), based on the typical INSHARE®®sed loop
defined in D2L.

Such a closetbop relies on a set of enablers for data acquisition that collect data and events from
various distributed sources. Inhakes these elements available for analysis and usage to make
decision for managing security based on flexible and adaptivet@end policy management and
orchestration enablers. The latter act on security enforcement and control enablers to enforce
secuity according to the contextual events (vulnerabilities, attacks, etc.) and security policies.
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Figure2: Typical INSPIRElusclosed loop covered by WP3 enablers

All enablers that relate to thisrpject Smart 5G securityhether being progressed or reused as part
of the project are grouped and described in sections related to one of the five aloitesl
categories.

For each enabler, a description of the problem statement and challenges is exposethétatate
of-the-Art is detailed in order to analyse existing assets. A set of planned advancements are specified
as well as the role of the enabler in the hilgivel architecture of INSPIREPRBSs as defined in WP2.
Finally, Section 7 concludes the report with a table shgwhe coverage of the security gaps that
have beeridentified in Deliverable D2.1
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2  Atrtificial Intelligence and Machine Learning for Smart Security

2.1 Introduction

The anticipated complexity and diversity of 5G and Beyond 5G (B5G) networks, accompanied with
the stringent performance and service requirements of newly introduced Use Cases, have called for
smart, adaptive and efficient network management and control schemes. This is also reflected in the
overall security management and provisioning in these systeAccordingly, in the INSPIREplus
project, novel AI/ML based security enablers will be investigated and integrated to the overall
proposed INSPIRESplus security architecture.

The goal of having advanced security enablers driven by AlI/ML requirestigoroanged approach.
INSPIREBGpIus will focus on different aspects to serve that goal.

The INSPIREGplus enableMOTDEGwIll be a totally new enabler designed and developed in the
course of INSPIRESplus. It will provide the capability to adaptivelgntrol Moving Target Defense
(MTD) in a softwarized network environment, as envisaged in 5G and B5G networks. It will closely
cooperate with the OptSFC enabler to facilitate MTD. Any AI/ML scheme is also heavily reliant on
data and situation awareness.

In that regard, theCyber Threat Intelligence (CTéervice is being adapted for 5G to provide
awareness of ongoing attack campaigns and improve the prevention and mitigation of attacks. An
online service is being set up with an Open API, so that diffengdmér security enablers can obtain
information that will improve their detection capabilities. This service integrates Machine Learning
techniques to identify anomalies in different types of captured information (e.g., BGP
announcements, traceroute logspheypot and darknet traffic).

As a key technigue, an important utility of AI/ML is the attack detection and mitigation in 5G
networks. TheDDoS Detection & Mitigation enableis a new enabler that will be devised and
developed in the framework of INSPIREplus. The enabler will leverage ML techniques to tackle
stealthy DDoS attacks iwo 5G system settings, namely: (i) network slicing environment and (i)
multi-domain/multi-tenancy environment

TheDecision Enginvill drive the ZSM closeldop to create mitigations for security threats detected

by enablers, such as the DDoS Detection enabler. The mitigation will take the form of new policies
forwarded to the INSPIRESplus security framework to trigger the securdssets. This generation

may use advance Al/ML techniques if the context is applied.

In the following subsections, we describe these enablers in terms of addressed challenges, relevant
state of the art and solution description. Moreover, we depict thategration into the INSPIRE
5Gplus HLA.

2.2 Moving TargetDefenceController

2.2.1 Problem statement and challenges

Software Defined Networking (SDN) and Network Function Virtualization (NFV) characterize the
advent of 5G networks and will allow a significant meunrability of largescale networks. Paired

with the increased bandwidth in 5G infrastructure, this opens a range of new use cases, especially for
largescale environments like loT applications, autonomous cars networks, drones, and Edge
Computing. Howeverthe increased complexity of the ecosystem results in a greater attack surface
and a considerably extensive action space for attackers. A malicious user can perform various attacks
such as jamming, DoS, spoofing, Aiathe-middle, and can attack from wiin the network as the
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risk of compromising a single device from the thousands of I0T devices belonging to a single slice
increases.

A great challenge is to prevent and mitigate attacks toward lsmgde 5G systems in a proactive
manner. It becomes impative to have an automated system that monitors, detects and adaptively
mitigates the anomalies by minimizing the attack surface, performing optimal and dynamic decisions,
considering the multitude of factors in the current state of a protected network.

Therefore, the Moving Targ&efence(MTD) enabler aims at serving these requirements related to
GKS {SOdzNAGe& DIFLA RSFAYSR a daa¢5 yR /&06SN) ah
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2.2.2 State of the art analysis

Moving TargetDefence(MTD) is the technique of changing properties and configuration of an ICT
environment, such as the topology and the address space layout, by potentially modifstingiion

sets, IP addresses, port numbers, proxies, virtual machines, operating systems, software programs,
protocols and packet headers resident in a netwidrk This paradigm cancels the advantage of data
intelligence that attac&rs gain by the targeted ICT environment (i.e., fingerprinting) proactively, and
reactively mitigates detected attacks and anomalies if needed. It complements classic security
approaches, such as firewall, security protocols, authentication and encrygticreasing the
hardening of the system. Such moving parts could be the network itself (e.g., its topology to make
eavesdropping on specific traffic difficult), technology stack (e.g., the network equipment that
processes a packet to make it hard for artaeker to execute precision strikes on specific
vulnerabilities), execution environment (e.g., randomize the underlying VM technology on which a
certain service runs when an instance is started) or the software (e.g., use different implementations
of the same functionality).

Previous research has proposed various approaches using shuffle, diversity and redundancy
operations [2], such as network and memory address space randomization, instruction set
randomization, and software diversification, to increase the difficulty and time required to discover a

G NBSG aeadsSyQa O2yFAIdzNI A2y 0 & elpriouiigyhR atfcH (G K S
surface. Cyber deception and mimicking techniques are also used as adeybece approach. How

those deception resources will be selected, deployed and managed are crucial research questions. As
an example, an intelligent deploymepblicy used to dynamically adjust the locations of deception
resources according to the network security state is developg¢8]in

Although various MTD based solutions have been explored in the litefareo 137] the slice
oriented protection in 5G networks and how to integrate MTD is an open question. MTD
implementation is also challenging in fragmented and rradtinain networks, since such proactive
schemes may require distributed and witenge of changes in the overall network. Moreover, the
optimization and automation of MTD in such context, using Al/ML techniques, needs further
investigation. MOTDEC (together with OptSFC enabler) will address this research gap and facilitate
MTD in 5G smurity context.

2.2.3 Solution description and achievements

The MOTDEC module will be interacting with different 5G components such as Slice Manager, the
network management system, and INSRE&plus framework elements, like the security decision
engine and thesecurity agents in order to implement the security policy and perform the mitigation
actions in conformity. The specific use case is planned to be network slice protection as shown in
Figure 3 even though that can be extended to other security scenatiosill need a cognitive
system that dynamically determines what to move, where to move and how to move, based on the
received input and on the action costs, in order to perform an optimal mitigation action.
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To this end, Machine Learning (ML) will enab@&D intelligence on evaluating the cost of the
different actions, based on the actual state of the network and on the gravity of the threat. To orient
MTD towards the optimal policy, we consider the usage of a Deep Reinforcement Learning algorithm,
which will allow the system to continuously optimize its actions and adapt to changes of the
GG Ol SNR&a &aidNY d0S3IASa yR UKS ySisg2N)] Qa | RAEyC
enabler described in paragraph 4.2 of this document with simple and ég&ls for a modular and
extensible design.
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Figure3. MTD instantiation for network slice protection

Apart from the mitigation actions of MTD (reaction mode), we also plan to have a prevention policy
which periodically changdhe network each periog, independently from the detection of threats;

p will be randomly defined at runtime, limited by a defined average period to obtain the optimal
costeffectiveness ratio of the MTD operations (proactive mode). The MTD can alsoetletas
RSOSAGS GGl O1SNAR o6& 3IAQAY3A GKSY AYyO2NNBOG AyFT
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use honeypots to train the MTD against occasional attackétsout risks and maximizing the

learning experience by removing limits on learning exploration that we would have in the real
network. Again, these actions will be optimized using cognitive techniques mostly realized in OptSFC
module.
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2.2.4 Integration-interaction with the HLA enablers
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Figure4d: MOTDEC (and OptSFC) embedded in the INSBRES security architecture

MOTDEC collaborates with OptSFC to realize the smart MTD schemes in the network environment. It
relies on OptSFor optimized security actions and smart action planning. Please note that although
the interactions between different INSPHREGplus functional blocks and MOTDEC are shown as
direct arrows, the actual information exchange occurs over the integrationciabri

2.3 Cyber Threat Intelligence service

2.3.1 Problem statement and challenges

Stakeholders (e.goperators, verticals, CERTs, CSIRTs) require streamlined and efficient threat
intelligence that allows them automate sgdfotection and/or position their threat opeations teams

to understand and quickly act upon the highest priority threats they face. Threat intelligence
improves the effectiveness of the security functions and can even help prevent attacks from
occurring.

Many sources of CTI exist today but unforately, they suffer from many drawbacks that have been
identified by the eneusers. The main complaints are that the information is not timely, fia@idly
becomes obsolete), too complicated to use (ermpt wellcategorised according to threat type or
attacker), and it is often not possible to automate its use. Furthermore, there is much to be done to
obtain CTI tailored for 5G mobile communications and infrastructure.
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The solution addresses the challenge described in the Table 4 found in Sec.tte7defiverable
D2.1: Cyber threat intelligence and data sharii@gecurity Gaps)

2.3.2 State of the art analysis

A lot of work has been done to produce CTI and many open and commercial services exist.
Nevertheless, there are mamaps that need to be filled as previously indicated. When looking at the
cybersecurity and cyberterrorism landscape, one can easily recognize a strong and continuous
evolution at every level, from the vulnerabilities to the attack surface, to attack igaolks and tools

and moreover the attackers and their motivations. These turbulences increase the need for solutions
able to adapt in the shortest possible time frame and recognize eyteats and cybegnctors, a
scenario which emphasized the strategideraf CTl and led to the creation of a variety of CTI
platforms.

Such solutions vary in their scope. On one end of the spectrum are threat exchange specifications
that enable CTI to be shared among interested parties. At the other end are complete tfFinsla
including data collection, correlation, analysis and visualisation (often involving hardware installation,
typically labelled as a SIEM solution). Some of the most popular CTI solutions are as follows, in
increasing order of scale:

1 OpenTAXIl: Opesource implementation of TAXII, a specification for CTI message exchange.

1 Collective intelligence frameworks (CIF): Platform for integrating and collating CTI feeds for
multiple sources.

1 OpenTPX: Specification and tools for sharing CTI data.

1 YETI: Platforrfor integrating CTI indicators and events into a single database.

1 GOSINT: Framework for integrating and collating CTI indicators.

1 MISP: Fulfeatured CTI platform for collecting, correlating, storing and sharing indicators,

feeds, binaries and more.
1 Alienvault OSSIM: Fditatured CTIl & SIEM platform for attack detection, vulnerability
correlation, monitoring, and extensive visualisation features.

All of these specifications and platforms are designed to be open and generic in order to ease the
integration with other thirdparty feeds and services. The solution that is being built, on the other
hand, is an endo-end platform, from data collection to visualisation and incident response. Its
detection and analysis capabilities will be backed by differepegyof data (coming from BGP,
traceroute, honeypots, darknet), hundreds of detection sensors around the world, giving a broad
base of data, and with specific support for protecting 5G networks and functions.

Concerning the detection of anomalies in thaeknet routing and topology, INSPH3Eplus has
started building its advanced CTI service in the H2020 SIg8D#dject that experimented the use

of a worldwide sensor network, deployed and operated by the partners of the consortium. The
results of this project provide a highly configurable probe for the detection of anomalous behaviour
in the European wide networlf honeypots and darknets. The H2020 SABY project analysed and
identified the effectiveness of collaboration and regulations to counter cyber security issues and
studied the economics of cyber defence techniques and cybercriractavity. It contributed to the
studies and developed tools for improving the awareness of users of the risks and costs related to
security breaches and the best practices and costs related to the protection of assets. The results of
both of these projets serve as baseline for defining and building the CTI service for better preventing
and countering security breaches in 5G mobile networks that will be extended and tested in the
context of INSPIREGplus.
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2.3.3 Solution description and advancements

A CTlframework started to be developed in the H2030SSDEN, H2G3AINT and CARTIMIA
projects. The framework serves for collecting and aggregating data from different sources
(Honeypots, Darknets, OSINT, commercial data), and analysing it to obtain thrdegente that
Oy 06S dzaSR F2NJ LINB@SyidAy3a aGaialO01a 2y 2ySQa yS
than others):

Network of honeypots and darknets

Monitoring probes

Analytics platform

Aggregator of data from different sources

Data repository

Viaualiser of physical and logical Internet routes

Detector of anomalies in Internet topology

= =4 -4 -4 -8 -8 19

The CARTMIA project was carried out in response to a Challenge called SE\bk§S8tsed by the
French Cap Digital cluster. In this challertipe recuperation of data was from different sources (e.g.
BGP and traceroute datasets, own probes) was automated to map the physical and logical topology
of global Internet, with the goal of detecting anomalies such as: hijackinghathSchanges,
failures/outages, Bot and Command & Control activity, DDoS and scan activity. This work is being
extended in the INSPIRI&Splus project by introducing Machine Learning technigues to aggregate
information on malicious activity captured by a honeynet; detectahemalies in the network; and,

later, include data from darknet (i.e., network telescope) and specialised honeypots deployed in the
different network domains and verticals.

Figure 5 shows the path of the network packets going from one Autonomous Sydtgrto(another
obtained by analysing BGP announcements. The obtained topology needs to be periodically analysed
to detect changes that could represent attacks (ehgjacking) or network outages. CARTIMIA goes
beyond this classical way of doing thi@s(which essentially relies on BGP) by aggregating this data
with data from different sources (in particular, traceroute probes, honeypot, darknet data and Open
Source Intelligence), and implementing different ML algonigh Work being done in collaboration

with the University of Strasboujg] involves implementing and testing different algorithms. For
instance, extracting features, using eigenvector centrality and other techniquesoitete the most
important elements in a graph; then the features are analysed using different Machines Learning
algorithms, such as Support Vector Machines and Mualtier Perceptron to identify BGP path leaks.
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2.3.4 Integration-interaction with the HLA enablers
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Figure6. Integrationinteraction of CTI enabler with HLA

this information can be made available to the Security Analytics Engine or the SSLA assessment
module to identify IPs, ASNs, and domains/hostnames/URLs involved in security breaches and
malicious activity. It will also provide intelligence different types of ongoing threat campaigns or

even information on the reputation of the different countries, service providers and operators. This
information can improve the detection (eliminate false negatives) or make them more precise
(eliminate falg positives).

2.4 Stealthy DDoS Detection & Mitigation

DDoS attacks can be broadly classified into two types, ng@jely) networklayer DDoS attacks,

aiming at saturating the network bandwidth by generating volumetric traffic or-hédd packets,
and (ii) applicatiof I @ SNJ 55 2 {

Fadrolas
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memory resources. Applicatidayer DDoS attacks are usually stealthy in nature trying to mimic
genuine behaviour with lovwandwidth usage, making their detection and mitigation harder. The

complexity of handling applicatielayer attacks is a key driver of the significant growth heirt
number these last years. Despite the research efforts devoted to tackle the DDoS §Rhjckidl ],

very few contributions have aimed at addressing the issue of stealdgSDattacks considering the
peculiarities of a 5G system, such as network slicing and-dartiain/multi-tenancy.

This enabler aims to fill the aforementioned gap by tackling stealthy DDoS attacks in two 5G system

settings, namely: (i) network slicing eroriment and (i) mulidomain/multi-tenancy environment.

The enabler will leverage Al techniques for efficient and effective detection and mitigation of DDoS

attacks.
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This enabler security motivation and engineering relates to the identified (secuntigation and
gap of Chapter 5.7 of WP2 deliverable D2.1, defined 8sS @A &S STTA OA8rwen | yR
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2.4.1 DDoS Detection anMitigation in network slicing
2.4.1.1 Problem statement and challenges

Network slicing is a key technology in 5G, boosted by SDN and NFV. It is based on soft or hard
isolation of physical resources. While the latter ensures complete isolation, the former allews th
sharing of the same physical resources and makes a virtual allocation of them to each slice. Used for
SDN, softwardased isolation is a pillar of network virtualization. Improper isolation between the
network slices can lead to highly insecure situatioin fact, the sharing of virtual and physical
resources between slices raises DDoS threat, where a DDoS attack agaistite may affect the
availability and performance of services provided by other slices sharing the same visualized
infrastructure.Moreover, unlike traditional DDoS attacks, the new breed of DDoS attacks is getting
stealthier with the aim tanimic genuine behaviour with loWwandwidth usage, which makes their
detection and mitigation hardef10]. Although extensie work has been engaged and several
solutions have been proposed to tackle DDoS attacks, addressing the stealthy DDoS issue is far from
being completely resolved, and even less in 5G network slicing envirorjfriént

2.4.1.2 State of the art analysis

DDosS attacks are recognized as a critical security concern targeting 5G network slicing during the run
time phas¢l5], [16]. Despite the research efforts devoted tiackle the DDoS attack81] [11], very

few contributions have aimed at addressing the issue in 5G network slicing environment. The authors
in[19] discussed the use of resource isolation as a mean to mitigate DDoS attack in 5G network
slicing. They investigated potential methods to achieve host resource isolation and network
communication isolation. Similarly, the work in Sattar [¥el&ges intesslice and intraslice isolation

for proactively mitigating DDoS attacks in 5G core network slicing. The complete isolation between
slices enabled by inteslice isolation allows the mitigation of DDoS attacks. Nevertheless, its use may
lead © inefficient resource usage. Moreover, adopting containers for deploying VNFs makes the
complete isolation hard to achieve due to the lack of strong hardware isolti8l [19]. Thus,
solutions to mitigate DDoS attacks while considering the resource sharing and the imperfect resource
isolation are necessary. A special attention should be paid to the new breed of DDoS attacks, hamely
the slowandlow applicationlayer DDoS attacks. These variant of DDoS attacks aim at exhausting
0KS &aSNIBSNRa NBa2dz2NODSa 6Se3ds /t! X YSY2NEX Lk
Although applicatiodayer DDoS attacks has recently attracted muesearch attentior{20], [21],

they are still an ongoing concern not yet resolved. Without proper mechanisms to defeat apphcation
layer DDoS attacks in network slicing, treffect may be devastating to the whole syst§2].

2.4.1.3 Solution description and advancements

Al usage is identified as a requirement to recognize abnormal traffic patterns that can lead to service
unavailability or security threats ifuture networks[13] [22]. Indeed, Al has the potential of
uncovering hidden patterns from a large set of thwerying multidimensional data and delivering
faster and accurate decisions. Combining the cajiesilof Al with the flexibility of virtualization
(NFV) and softwarization (SDN) technologies, the envisioned enabler aims to automatically detect
and mitigate stealthy DDoS attacks in 5G and beyond network slices. Furthermore, P4 (Programming
Protocotlindependent Packet Processofd¥]can play a crucial role in achieving this goal by flexibly
implementing a suitable DDoS solution at the Data Plane level or by using its Inbound network
telemetry as a strategy to collect data fromethetwork to be analyzed by the Al entity.
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2.4.1.4 Stealthy DDoS Integraticinteraction with HLA
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Figure?7. Integrationinteraction of stealthy DDoS with HLA

The network is continuously monitored, and the collected monitoring dataajguced by the

G{ SOdzNA & 51 Gl /| 2ttt SO02NE -baked @RoS Hexewthr [tdNFedormi K A &
anomaly analysis and detect any potential pattern of DDoS attack. In this last case, an alert is
adzo YAGGUSR (G2 GKS a5 S OA atigafiofi policy ®hicly ilEbe éntorced Syt NI (0 S
G{ SOdzZNAi& hNOKSAGNF G2NE FFGSNI 60SAy3a GGNryatl GSR

2.4.2 Multi-domain, mult-tenant AFbased DoS Detection
2.4.2.1 Problem statement and challenges

The arrival of 5G and its inherentgtiferation of IoT devices has made the attacks that cybersecurity
experts deal with every day more complex and difficult to counteract. The most representative
example of this situation is distributed denial of service attacks, commonly referred to ly the
acronym: DDoS. This type of attack, despite its very limited complexity, has benefited greatly from
the numerous advances brought in by new mobile network technology: greater bandwidth (around
10 Gbps), lower communication latency-ZImilliseconds), tb capacity of hosting more devices in
less space, among other features. The most effective solutions currently available to mitigate this
type of attack are Network Intrusion Detection Systems (NIDS), which monitor the activity of the
network segment in wich they are deployed in real time, in order to identify any anomalous pattern

in the traffic corresponding to an attack that is taking place at a given fithis. type of detection
systems is generally deployed in srmattdium sized networks, such as imtal networks that belong

to specific organizations, and there are hardly any use cases in largerdombin networks, such

as a 5G network.

This type of network incorporates mutenancy concept, which involves creating several virtualized
network layers (slices) that emulate the physical infrastructure on which they have been deployed. In
this way, a different virtual operator can be hosted in each of the slices, being able to make
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concurrent use of physical resources along with services deployether layers. This creates a
problem in terms of monitoring the traffic needed for analysis, since specific protocols are used to
implement multitenancy, and since the structure of the packets changes substantially as they go
through the different segmerstof the network. Also, it is way more difficult to identify the attacker
(traffic emitter) because of this.

What is proposed is a system that deals with the problems that we have already enumerated,
capable of detecting denial of service attacks on 5GHefworks in an efficient and effective way
using Al techniques. In addition, it allows early detection of the attack since it is deployed between
the edge and the core of a 5G network.

2.4.2.2 State of the art analysis

There is a significant amount of researchdasurveys belonging to different universities and
departments that focus on the detection of anomalies using Deep Learning techrilesthers
that apply statistical techniques, in addition to Al techniques, foguseimthe detection of distributed
denial of service attacks (DDd34].

Ana Serrano Marmolar, Zeeshan Pervez ef2d], focusing also on DDoS attacks, emphasize the
limitations of current NIDS to work with 5G traffic, such as the lack of information to trace back the
origin of the attack for proper mitigation, and present a pradfconcept system that pursues a goal

very similar to ours. Sabah Alzahrani & Liang H{2®] proposed a hybrid signatuseased and
anomalybased NIDS system that, also based on artificial intelligence techniques and deployed over a
cloud computing scenario, was capable etatting DDoS attacks with a high accuracy. One of the
most interesting papers in this area is written by R. DorigQpzin, S. Millar et 4R7]. It proposes a
system for detecting DDoS attacks using quite powerful Al techniqudsasiConvolutional Neural
Networks (CNN). The proposed system obtains an accuracy of 99.67% and has been tested with
realistic and largescale DDoS attacks datasets. It offers an excellent performance, processing up to
55000 samples per second. In additidt is designed to be deployed at the edge of the network,
which is very interesting for its later deployment in a real 5G network and can be executed without a
problem on resourc&onstrained devices.

2.4.2.3 Solution description and advancements

The system w@ropose consists of three main modules, which are:-tisaé network monitoring (1),
conversation processing (2) and Al model for cyddtacks detection (3).

The first one is in charge of capturing in real time all the traffic that arrives to the dicgidn which

it is listening, extracting a set of relevant packet fields from each of the captured packets, and making
them available to the conversation processing layer. It is in this part of the system that we have to
deal with the problem of the struatre of the packets, which are doubly encapsulated since they are
5G multitenant packets. In this solution, the GTP and VXLAN protocols are being considered for the
implementation of multitenancy, so this first module, which should be written in raw ©ukhbe
capable of extracting the needed information from each of the GTP and VXLAN headers and from the
rest of the headers that compose the package. This parsing has to be done at a very low level by
handling manually defined data structures and offseits, order to obtain quite competent
performance in execution times, which is necessary for the rest of the system since where more time
must be spent is in the modules described below. Solutions based on P4 are also being considered
for traffic processingnd analysis.

The second module will be responsible of grouping all the packets it receives from the first module
into conversations. Two packets will belong to the same conversation if the source and destination IP
addresses are the same, and if the port number is &lsatical. From each conversation it has to be
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able to calculate a set of features such as: number of new connections to the same destination host
as the current connection in the last seconds, percentage of active connections from the current host
whichhave the same destination service, among many others (ideally, abe&®b0

The last module of the system receives a message for each conversation identified by the previous
module, composed of all the features belonging to that conversation. This masiulee most
important part of the system, as it is responsible for obtaining the conclusion of whether the traffic
captured for a conversation (based on the metrics obtained) is a defisgrvice attack or not. To

do this, it will perform a clusterirgased process and then, if no firm conclusion has been reached, a
second processing phase is performed using an Autoencoder (AE). Before processing the actual
conversations, the system has to pass through a training process with genuine traffic. Thesrwill t
both the models with traffic that does not represent an attack, so that they can later identify the
attack traffic as anomalous.

To make possible the communication between the modules, we need to use a pulsligisariber
service like Apache Kaflkiaor the communication between the first and the second module of the
system a topic has to be created, while for the communication between the second and the third one
a different topic has to be used. In the first topic, the riale network monitoring noedule will

publish one message per captured packet, while in the second topic a message will be published by
the conversation processing layer for each identified conversation, composed of all the features
obtained from each one of them. Finally, a thimpic can be created so that, once the third module
detects whether a conversation is an attack or not, it will publish a message with the result, in order
to subsequently implement a mitigation mechanism based on SDN techniques.

2.4.2.4 DoS detection enabler Intagtion-Interaction with HLA
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Figure8. Interaction of DoS detection with the HLA

Deployed sensor infrastructure that is constantly monitoring the network and send collected data to
the Security Data Collector which will forward tive AlBased engine capable of detecting DoS
attacks, this engine when an attack is detected will communicate to the E2E Decision Engine for
further mitigation actions.
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2.5 Decision Engine

2.5.1 Problem statement and challenges

Ly G(2RIF&Qa as$sO0dikdianced dfsdets fendidyi Fased atzfAlitdchniques) process
events to build high level notifications on detected threats. In the ZSM loop, theses detections need
to be translated into mitigation plans intelligible by the underlying security actuatoenlynthe
Security Orchestrator. The problem is to transform threats notifications into meaningful mitigations.

In this context, the encountered challenges are:

1 The ability to create powerful mitigations within a short delay.

1 Building mitigations that spaacross multiple domains and utilize them as an extended poll
of insight to thwart distributed attacks.

1 Being able to extract the semantic of a threat notification to handle generic, open events.

The previous Deliverable D2.1 describes various Securitg {Baifs section §Security Gapsyhe
Decision Engine is related to:

I Automation and Zergouch Service Management: The Decision Engine fills the gap between
the detected threat and the creation of their corresponding mitigas. The use of Reactive
assets to deploy simple and babene mitigation will keep the Decision Engine to fall into a
over-arching solution. It is also a sandbox to understand and adapZ8M standards as
seen by the ETSI specifications.

1 Artificial Irtelligence and Machine Learning: The Decision Engine will also encompass
O2YLX SE 'L F44a8Sda la aLX dAAYyaad ¢Kdzaz Al 6A

Moreover, the INSPIRESplus project targets a muliomain context. A local domain couldke a
decision / mitigation and then propagates it toward the E2E domain. This mitigation can be
replicated inside others separated domains if the security changes make sense: for example, a device
banned in the Cloud domain can be isolated in every magapmains.

Finally, the use of multiple security assets, each having its own area of expertise, could be an
2L NI dzyAde F2N) GKS 5SOAaA2y 9y3IAYyS G2 ONB I
mitigations: for example, triggering an encryption keyesh with a MTD update.

2.5.2 State of the art analysis

The ETSI ZSM reference architecti@]describes a Zertouch network and Service Management
(ZSM). It details the Domain intelligence services, which are responsible for dnieifigent closed

loop automation in a domain. Theypport variable degrees of automated decisimaking and
human oversight with fully autonomous management being the final target. Some of the key
principles are:

1 That the closedoop management automath is a feedbackiriven process. It drives the
system towards a set of objectives without any intervention while controlling the impact of
the chosen actions on the system.

The management functions should be stateless and decoupled from the storage.

The eyosed interfaces should be intent based and hide the underlying complexity.

= =

The intelligence services can be categorized as Decision support, Decision making and Action
planning, via technologies such as Al, ML and knowledge management. Thereforetehe sysuld

deploy Al models and manage them through an Al model assessment service. The derived
assessments are used to decide on the most appropriate actions to perform on the running Al model
(e.g., to reconfigure, to replace, ... ). This management kdsep includes the training of the Al, the
evaluation of the resulting outputs and the eventual retraining on recent data.
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In that regard Maelstrom (Mitigating Data centdevel Disasters by Draining Interdependent Traffic
Safely and Efficienth{R9] is a production tool created by Facebook to mitigate and recover from
data centef S@Sf RA&F&GSNBR FyR 2dzil 3Sao LG YlFylr3aSa
services from affected regions to healthy ones. dmso, Maelstrom encodes the constraints of
services and their dependencies. It also watches the-bestlg of services to check that these
constraints are fulfilled. Maelstrom implements a feedback control loop to estimate the impact of its
mitigation deployment. This tool is used in production and also during tests to evaluate the
complexity of a system and its ease of recovery and discover silent dependencies between services.
Maelstrom is designed around some key principles, two of them are:

1 Embracinchuman intervention: a human operator is needed during the recovery to validate
the mitigation plan proposed by Maelstrom. This tool automates the tedious tasks but leaves
the critical decision to a human. This aspect is in conflict with the ZSM visiompassed
by the INSPIRBGplus project. Perhaps, a good middi®und would be to grade generated
mitigations in term of impact to fully automate the low ones in a ZSM loop and provide a
notification system to a human operator for the most serious ones.

1 Semration of policy and mechanism: policies that define how traffic should be shifted is
separated from the mechanisnexecuting those shifts.

These policies are described inside runbooks that specifies the procedure for mitigating the specific
scenario. The contain a composition of tasks. A task being a concrete operation (such as restarting a
O2yGFAYSNI 2NJ Y2@Ay3 OGN FFAOOSD® 2KSYy | NMHzyo6221 A
tasks in the correct order and verify after each step the corrednasthe system. Moreover, the
scheduler starts with a smadtale drain tests and gradually enlarge the radius.
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Figure9. A runbook example containing 4 tasks
2.5.3 Solution description and advancements

The Decision Engine (DE) ovexsdahe different actions emitted by the security assets and the
security analytics engine to select the best decisions to apply for securing a running targeted
application. This centric component acts as an arbitrator between security assets and thenplatfo
within a domain.

The Decision Engine is going to delegate to assets the complex task of creating mitigations.
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1 First, the Cognitive asset (for example an advanced DDoS mitigation asset) will contain
advanced and complex algorithms, based on Al/ML tealesqto create forecast or intricate
mitigations. These assets can be difficult to implement or train and may increase decision
latency due to their complexities.

1 Second, the Reactive assets will contain static reactions templates. Those templates will

output simple / swallow mitigation with limited scope. They will be quick to run and easy to
create.

This separation allows the Decision Engine to quickly react to threats with Reactive assetabut it
also emit complex mitigation from a Cognitive assetd Miewing these assets as plugins liberates the

Decision Engine from containing aialone hardcoded intelligence that must fit every possible use
cases.

To simplify the architecture, the Decision Engine will only be compatible with a specific senhtd.ev
ThisFigurel0removes the step of learning the intent behind a received generic event. The Decision
Engine will mainly manipulate rules (or reactions) books. They will describe a set of actions to
perform inside he INSPIREGplus platform. An action could be a new network slice policy, or a

change in a SLA or blocking an IP globally. They will be done by the underlying platform component
such as the Security Orchestrator, or The SSLA Manager.

Decision Engine
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Figurel0: Decision Engine. One implementation example of the DE based on Maelstrom design
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2.5.4 Integration-interaction with HLA enablers

Figurell. Integrationinteraction of the decision engine inside the HLA

As specified in the D2.2 deliverablroject Documents)the Decision Engine (DE) initiates the
security mitigation. First, inside a domain, the Security Analytics Engine notifies the domain DE of
ongoing security breaches or anomali&Vith this notification, the domain DE generates an adequate
decision to resolve the issue. The domain DE can also decide to ignore such notification. Then the DE
adapts the decision in term of SSLAs and policies and submits them to the Policies &a884&r M

for validation. After that, the result is seto the Security Orchestrator to apply the mitigation. Those
exchanges are made through the Domain Integration Fabric. The Domain DE notifies the E2E DE of
the actions it takes. The E2E DE works similaut at a higher level. The key difference is that the

E2E DE can leverage its hierarchical view of the various domains to enhance the mitigation. It can
also overrule the local decision taken by a domain DE. The Cross/Inter Integration Fabric facilitate
this synchronization.

2.6 Baseline assets used in the project

The following assets will be used by partners as baseline assets in the development of their enablers:

1 PunchPlatform(TSG), developed in SPIDER project: An Elastic, Logstash, Kibana (ELK) based
Cyler Security Analytic Platform for quick prototyping with ML techniq{&s,.

i DDoSdbScan(TSG), developed in SPIDER project: A DDoS detector using the machine
learning DBSCAN clustering algorit[8a]
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3  Zerotouch Scurity Management

3.1 Introduction

The anticipated complexity in orchestrating and managing security in 5G and beyond networks has
driven the move towards zertouch security management. A sufficient lévef automation is
required to empower zer@ouch security management. In this vein, INSPARRIus is designing and
developing a set of key enablers that enable automation of security management operations at
domain and E2E levels to ensure that the pded security fulfils the expected Security Service Level
Agreement (SSLA).

¢KS a{SOdNAR{i& hNOKSAGNI 2NE SylFof SN Aa NBaLRYy:
policies through automatic allocation, chaining and configuration of relevantiali network

functions. To achieve its goal, the security orchestrator interacts with different controllers (e.g., SDN
controllers) and management/orchestration services (e.g., NFV MANO, Slice Manager). As the
security management needs to be governed lfigies and the agreed SSLAS, services to manage
security policies and SSLA is essential. To this end, two enablers will be developed in the frame of
INSPIRE DLJ dzaz ylFYSte a{{[! albylF3aISNE FyR at2fAalde C
whole SSLAfécycle in a slice, providing necessary services to define SSLAs in nrreabmae

format, deploy required security policies to enforce the agreed SSLAs, and monitor their fulfilment.
aSlIygKATtSET (GKS at2f A0& CNJI YSg2 Nty policiesAby aroviding Y I y |
functionalities for modelling, translating, determining priority and dependency as well as status of
security policies. By analysing the security posture of 5G enabled networks, informed and effective
security policies can be enfued.

However, the complexity of 5G ecosystem calls for automated tools to reason about this posture. To
meet this goal, INSPIRED LJt dz& LINP OARS& G5Aa0q@SNEB&> | NARaA] |
automatic identification of hardware, software ameden policyrelated vulnerabilities, and advocates
improvements accordingly. 5G and beyond networks are expected to support heterogeneous and
flexible deployment scenarios on the same infrastructure by enabling network slicing. Thus, the
incorporation of gcurity management in the lifecycle management of slices from provision to
decommission is paramount. In this regard, INSBIRRaus is proposing two enablers, namely
G{C{.NR{USNE YR a{SOdzZNER bSig2N] {fAOS sadfyl ISN
Blockchain technology to automatically provision slice resources in compliance with the SSLAs. The
G{ SOdZNBR bSGg2N)] {fAOS alyl3ISNE FAYa G2 Fdzi2Yl
per each service or collectively) to apply the aghr&SLA within a Network Slice.

The Security Orchestratorenabler comes from research community as outcomes from Anastacia
project, a cybersecurity framework that provides gaibtection, selfhealing and selfepair
capabilities through dynamic orchestration and deployment of policies and actions. In INSPIRE5G
plus project, the Security Orchestration will be provided with greater flexibility to deploy and
configure eneto-end security assets as well as to understand SSLAs, fully automatically in a dynamic
environment, able to interact with the other levels afchestration both interand intradomain and

to select the security services and VNFs needed to ensure compliance with the policy

¢KS {{[!'! alylF3SNI SylFIo6fSNJ A& | Y2RdzZ S AydS3aNI
framework (MMT) that implements # enablers Security Analytic Engine and Security Agents. It
started to be developed in the H20MUSA project for defining negotiated security rules (SSLAS)

that can be assessed and enforced in {t@ak in the context of federated clouds. It was then
adaped for 4G mobile networks in the CelticPlus SENDATE project. In IN&RIRE it is being
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extended and adapted for 5G networks. It offers notifications that indicate that an SSLA is not
respected that can be used by other enablers such as the Secucitg&rator, Decision Engine...

ThePolicy Frameworlenabler come from also as outcomes from Anastacia project. In the context of
INSPIREBGpIus, Policy Framework will be extended to manage E2E Multi Domain security policies by
refining HSROPinto MSPLOP for each specific domain that once they are distributed the M3PL

will be translated into specific security configuration for asset configurations. All this process will be
trigger proactively due to policy or SSLA definition, or reactively due tayelsain the environment.

The SFSBrokeenabler is a novel security enabler designed and developed for INSB[RIES
project. It is an extension of the 5@etwork slice broker whichis introduced as a new business
model to allow dynamic interoperability and resource trading requirements of infrastructure
providers, consumers, and mobile netwodperatorsin trading the network and computational
resourcesThenetwork slicebrokeris runningasa standalone third party which communicates with
the network slice managers.

TheSecured Network Slice Managenabler aims to increase the security around the deployment of
network slices. ... By interacting with the SSLA Manager and the Security @atidredéveloped in

the INSPIRBGPIus context. It aims to coordinate the deployment of network slices with an
associated SSLA and the Security Functions to fulfill it. In case the SSLA requirements are not
satisfied, the Secured Network Slice Manager re&utsolve the pending issue.

TheKatana Slice Managés a central software component responsible for controlling all the devices
comprising the network, providing an interface for creating, modifying, monitoring and deleting
slices. It was developed BGENESIS and will be upgraded in the context of INSBIREs in the
following ways: support of Moving Target Defense (MTD) enablers to enforce policies, Slice
Telemetry extension to integrate with the Security Data Collector, monitoring of shareabl®nketw
slices among different tenants/services, provision of integrity in the SBI for the controlled
southbound components, and extension of the NEST/3GPP template to further support SSLA
deployment.

3.2 Security orchestrator

3.2.1 Problem statement and challenges

Network paradigms such as SDN and NFV, and new technologies such asdfilmidervices and

ZSM Zero Touch Network and Service Management focus on automate programmable and flexible
networks in order to ease the deployment of new network services, feataree apply patches.

This automatiorhas not achieved sufficient capabilities to support these deployments while ensuring
the security aspects of the infrastructure and communicatiofsr this purpose, orchestration
techniques are needed at each requiredel:

1 Application level: deploy an application, for example following the Claitve paradigm;

I Network service level: EFBIANO VNF Orchestrators;

1 Network topology: SDN controllers;
The various orchestration solutions used at different levels can bé taserchestrate and configure
some types of security assets and properties but not all of them. These solutions show very rapidly
their limitations in terms of VNF descriptors and capacities to handle security specificities, such as
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configurations based ro security policies. This problem is even more complex in a -chuthiain
context.

¢CKAA ¢2N] NBfFGSa G2 GKS { SOdARWHOKDI{ GNP DEY R y
listed in D2.1 Chapter 5.7 tabl&ecurity @ps)

3.2.2 State of the art analysis

[32] identifies 17 productiorready MultiCloud Management Platforms (MCMP). Out of the 17, only
two of them reside in Europe, most of the others are US based compdB®socuses on COTS
solution, but opersource initiatives like OpeSource MANO, ONAP (Open Network Automation
Platform) or OPNFV (Open Platform for NFV) are also represented.

Those MCMP solutions have in common that thieyted as a way to leverage the laaS features of
underlying cloud infrastructure to deploy \based workload and services. However today,
according td33] as the microservices and clomative paradigm foster the FaaS architecture
(Function as a Service), the previous Mdkbud Management Platforms need to evolve toward
cloudnative and FaaS, which is not an easy task. For instance;Snpgoe MANO latest versions 7

and 8 claim to support Kubernetdmsed containerised deploymentowever, it is mandatory to

plug a VMbased VIM (Virtualised Infrastructure Manager) to O[S¥] to use Kubernetes workloads,
which does not make sense if the Kubernetes cluster is not deployed in a VIM. This highlights the
difficulty of adapting solutions to newer paradigms.

Among all these solutions, the orchestration of security features is rarely seen as aakiard
feature: the focus is more on the security of the orchestration rather than the orchestration of
security featurs. Another key aspect to consider is how to manage the configuration of all the
different components that constitute an EAd-End service. These components are scattered across
multiple domains, multiple locations, they are owned by several entities &eg faire of various
different types and shapes: different vendors, different purposes, and different needs. However, in
order to guaranty that the configuration of all these components enforces a homogeneous and
coherent level of security, there is a stromged for the management of all the configuration
shippets across all domains. On top of that, there are numerous formats for the configuration: [4]
identifies 19 Cloud Modelling Languages, such as TOSCA and other Domain Specific Languages, for
example:

f CRdzZRATE&Qa . fdzSLINAYy(d FAESAT

1 h{aQa +bC5 5SAONRLII2NE Db{5 bSi62N] {SNBAOS

1 Kubernetes Objects;

T YANG data model
Configuration management of components that are distributed across foitiain topology is
something that orchestrator frameworks do not address directly and making this even more
complicatedwhen it comes to security configuration.

3.2.3 Solution descriptionand advancements

Based on the statef-the-art analysis, current orchestration solutions are generally provided by
management platforms for clouds and networks, security consideration is currently focused on the
security of orchestratiorhut not on the ochestration of security itselfCurrent solutions do not
provide any specific descriptors for security and cannot handle fine grained configurations of security
assets.

In H2020 ANASTAQ3AZ], a dedicated security orchestrator wagroposed [139-140] This
orchestrator is responsible for transforming the security policy provided by a policy interpreter to a
security enabler configuration. Although the orchestrator is involved in refining the policy and
selecing the security enablers, its main role is deploying the security enabler and executing the final
configuration. It also supervises the underlying infrastructure for any potential flaws. The security
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orchestrator supports a variety of security capabititief different categories, namely: SDN security
capabilities, NFV security capabilities, and 10T security controls. The current implementation supports
hbh{ {5b O2yiNRfftSNE h{aX FYyR !alQa L2¢ O2y (NP
supporta fully automated or a flexible selection process of security enablers. The advancements that
are required for the security orchestrator and that will be covered in INSEEREIS are the
following:

1 the ability to provide a holistic view on e#d-end searity at a vertical level (for example
security deployment and configuration at a network level, IT levabptication level)

1 fully automate the deployment control armbnfiguration of all security functions in a highly
dynamic environment

9 the ability tointeract with each level of orchestration according to the security orchestration
needs

1 Ability to align the security policies in an automated way inside of a domain anedinteain

context

takes into account SSLAs to orchestrate security accordingityepalicies

fully automate the selection of security services/VSFs to be orchestrated based on an

automated catalogue.

3.2.4 Integration-interactions with HLA enablers
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Figurel?2. Integration of the security orchestrator in the HLA
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As described in D2.2, the Security Orchestrator (SO) oversees the different security enablers to cover
the security configuration requirements specified in the defined security pdltey.SO drives the
security management by interacting, through the imtagon fabric, with the different SDN
controllers, NFV MANO and the security management services, such as the slice manager. The SO will
enforce proactively or reactively the security policies through the allocation, chaining and
configuration of virtual etwork security functions such as virtual Intrusion Detection System (vIDS),
vFirewall, virtual Authentication, Authorization and Accounting (VAAA). The SO will be fed by the
Decision Engine with new inferred security policies after any system evolvemamew SSLA.
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3.3 Threat assessment Disc@very

3.3.1 Problem statement and challenges

5G networks are characterised by lafggale, interconnected infrastructure, dynamically virtualized
assets, multiple stakeholders, and specific operational requirements. Asséssisgcurity posture

of such highly dynamic and complex systems requires us to rethink how we approach security.
Traditional network security was based on exposing trusted components and services to authorised
stakeholders. That approach encouraged straaxgernal security mechanisms, but weak security
mechanisms between trusted connections. In the current, networked environments, where the
infrastructure and the borders of networks are fluid, the traditional security assessment techniques
arenolonger sEFAOASY (i {SOdNAiGe Iylfeada ySSR G2 oS
connections.

Furthermore, a significant challenge is how to depict the assets and components of a network as
close as possible to the assessment tool. Since 5G networks vsskef virtual and dynamic
components to improve their operational efficiency, having a consistent map of components is
0SO02YAY3a Y2NB YR Y2NB RAFTFAOdAZ G Ly (2RI &Qa
significant security threats, such as thte towards confidentiality, authenticity, and integrity of both
data and services. A critical example of security requirements is the need to integrate different
security policies and techniques related to the variety of devices and 5G enabled netvaarkstyS
issues can result from the connectivity with legacy devices or devices that are inherently insecure. If
that type of connection cannot be avoided, the stakeholders must be aware of the security risks.
G2 K2 Ydzald aSO0diNB ¢ KI edudtysissue dgivan he high dunibeAoy peishidvHo y
are involved in a 5G network. During security analysis, the assets of the system are identified to
prioritize the allocation of resourc438].

5G networks generate a large amountdafta that is exchanged between different stakeholders (e.qg.,
enduser devices, services, mobile networks, and application providers). The interconnected
infrastructure of 5G networks leads to users losing the physical control of their data. To maintain
data confidentiality, encryption has been the predominant mechanism used over the years.
However, we note that IoT devices (e.g., the SE in the vehicles) may impose constraints on
cryptographic algorithms because of limited computational resoyB89is This issue may be even

more prominent given the low latency constraints of some use case scenarios described in D5.1
Definition of 5G security test cases, such as the Test Case 8: Security posture assessment and threat
visualization of 5@etworks. In Test Case 8, we use Disc@A80] to perform a threat assessment

in a crossborder 5G application that promotes extended situation awareness by enabling vehicles
and infrastructure to share the perception of the emoriment. In that specific scenario, we need to

be able to assess the assets of our system during different operator jurisdictions, security
configurations within specific operational requirements. The scale of 5G network, their
interconnection to legacy frastructure and devices, along with the increased number of
stakeholders, increases the scope of threat assessment. To perform our assessment, we require tools
that will enable us to reason about such distinct but connected systems.

3.3.2 State of the art ana}sis

With the changing threat environment, the cybersecurity needs of the future including the data that
informs reports and controls the functionality of the 5G should be considered. Although not specific
to information technology security, privacy, safety, tlantication, and resilience provide
contributions to information technology and cybersecurity. Evolutions in system security engineering
approaches can aid in the reduction of the susceptibility of systems to a variety of simple, complex,
and hybrid thre#s including physical and cybattacks, structural failures, natural disasters, and
errors of omission and commission. One ongoing challenge is to reduce the susceptibility of systems
to a variety of simple, complex, and hybrid threats including physicdl cyberattacks, structural
failures, natural disasters, and errors of omission and commission. This reduction is accomplished by
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fundamentally understanding stakeholder protection needs and subsequently employing sound
security design principles and ampts throughout the system life cycle processes.

The National Institute of Standards and Technology (NIST) organization developed a framework for
cybersecurity. The framework can be used to design models of a system that complies with security
standards Security Requirements Engineering Process (SREP) used Common Criteria as a basis, trying
to improve it by modernizing its components with policies for distributed networks and multiuser
ownership. SREP is UML complaint, and the resulting security modelge ezlong with the
development cycle of the product by performing some activities in each iteration[4@pIn[41]

the authors propose a security framework that idemt#isecurity goals based on the assets of the
system. From the security goal, the security requirements are derived, while they are validated using

a process named satisfaction argument. Similarly[4i?] a framework is described that views
security requirements from the agile development perspective while focusing on extreme
LINEINF YYAYTIDP aAONRPA2FGQa ¢NHz(G62NIKe / 2YLlziAy3
security activities that take place different stages in the development cycle. Compliance with
standards is of high importance as are security requirements based on customer satisfd8tjon
especially in industrial settings. A framework propbge[44]suggests four steps in security analysis

that should be performed by the developers instead of requirements engineers. Those are: (1)
Identify the security environment and objectives; (2) Determine threat model; (3) Choose a
aSOdzNRGe LRtAde GKIFEG AyOfdzZRSa LINA2ZNRGATAYy3 | O0:

In summary, the presented works do not view networks in a holistic manner. They only aim to
mitigate security issues inothainspecific areas. Accordingly, they cannot be used to offer a
universal security analysis to any 5G relates scenario, but only aim to address particular instances of
0T systems. The ability to argue and reason about 5G security issues is neceadgdrgss specific

use cases. However, it is also necessary to be able to reason about 5G security holistically without
hindering a security enginefs].

3.3.3 Solution description and advancements

The process of threat assessment is usedrnalyse the security posture of 5G enabled networks. In
the context of INSPIRESplus we use a security framework to design and analyse 5G systems using a
modeldriven approach. The threat identification assessment is based on system analysis and
representation using a domaispecific language for INSPI&Eplus. The domaigpecific language is

used to express systems in a way that facilitates reasoning about their security posture. A security
engineer will be able to define assets of the system to pmptelentify threats and vulnerabilities,

get security insights on how to improve security and privacy, in a software aided analysis.

Disc@very is a graphical security analysis tool for complex networking environments, such as 5G
enabled networks. It leveges powerful statef-the-art graphbased algorithms that support:

1 Detecting network and system threats in complex distributed environments

1 Remotely and automatically identifying hardware, software, and even padieyed
vulnerabilities

1 Provisionoftaf NE R NXB L} NIi a -inSghtd) Qupich s Buggsticdbaseddn the
unique characteristics of a system

9 Visualising holistically the complete threat landscape, including the people, the systems, the
networks, and the associated policies

The abovénnovations allow an organisation to:

1 Reduce the attack surface of their infrastructure by identifying security issues that result
from their hardware, software, network topologies, as well ashawuse policies and
interdependencies with third parties

1 Redwce the cost of security monitoring by centralising the process

The Disc@very tool provides a modelling language and analysis procedures for a system during the
following engineering phases:
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1 design phase (model the idea of a system) [Haglel concepts]

1 implementation phase (model the implemented system) [mwel concepts]

i state diagrams (model the different states of a system)
Each phase has different concepts and rules on how those concepts interact with each other. The
concepts of each phase are defiheia UML class diagrams that in turn define the metamodels of the
tool. The metamodels are translated into schemas that Disc@very uses to validate models.

Using the properties of the doma# LISOA FA O f I y3dzr 3SQa YSil Y2RSt > 3
be performed through software tooling. Attributes in the metamodels&apos; concepts that take
enumerated values can be used for providing security insights to the security engineer in an
automated manner. Those insights can provide the security engineer agitltional information

about the security posture of the system by highlighting possible security issues of the
system&apos;s configuration. The provided insights are independent of the security mechanisms or
threats the security engineer has included time model. For example, a system could have a
connection that supports the TELNET protocol, which lacks encryption during data transmission. An
AyaAraKid O2dz R 06S (2 adzaS | aSOdz2NB GNIXyavYAaarzy
The same isight would have been provided even if the security engineer had already added an
encryption mechanism to the system. The reasoning behind this approach is that during the analysis
stage, the security engineer should have as much information as possibheake informed
decisions. The security insights are provided based on alénghview of the security posture of the

system and are independent of the system's implementation mechanisms. The effectiveness of the
mechanisms is dependent on current besagtices. For example, the DES encryption algorithm was
considered a robust encryption algorithm during the first years of its implementation. Nowadays, it is
regarded as an obsolete algorithm, and its use should be avoided. While assumptions on specific
insights on which mechanisms are the best on the current model can be made, that does not
necessarily mean that those mechanisms would be the best choice for the life cycle of the system.
For the proposal of the mechanisms, the decision is up to the engineer

During the INSPIRESplus project, the Disc@very will be extended with 5G dorspétific cyber
security insights. The insights are based on the work undertaken in WP2, specifically the D2.1 5G
Security: Current Status and Future Trends and D2.2:IIrgert on Security Use Cases, Enablers
and Mechanisms for Liabiligware Trustable Smart 5G Security. In D2.1 5G Security: Current Status
and Future Trends we identified several limitation and gaps in existing security solutions for 5G.
Disc@very aimstaddress limitation in cyber threat intelligence and data sharing. One of the goals of
the enabler is to allow a security analyst to move from a static threat assessment model with specific
borders to a more dynamic bordéess model. The deliverables lnded several security
requirements that 5G networks need to be taken into account.

In D2.1 5G Security: Current Status and Future Trends, we defined the vertical domains of 5G
applications. The domains were: 1) energy utilities; 2) vehicular commumisati®) enhanced
content delivery; and 4) media production and delivery. In each vertical domain, we identified
specific security requirements, such as low latency operation in the case of vehicular
communications or high bandwidth in enhanced content delv Furthermore, we elicited several
security requirements that impact all vertical domains of 5G. Those requirements were divided into
the following categories: 1) subscriber authentication; 2) user privacy; 3) beyonebyRopp
security; and 4) networlsecurity. Example of some of those requirements are, i) the 5G network
shall provide telemetry and other auditing information relevant to the security mechanisms of the
system; and ii) the security mechanisms of the 5G network shall be able to be deployey
potential 5G hardware provider without any impact on their performance or functionality. The
NBljdzZANBYSyia tAaGSR Ay (GKS 5Hd®M YR 5HOH gAff
provide security suggestions to security analysts@fetworks.
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Additionally, the cyber security insights will include, in addition to suggestions of security
improvements, the identification of 5G specific threats and vulnerabilities depending on the specific
configuration of the network. The threat idéfication for 5G with Disc@very is based on the security
threat taxonomy/ontology that was made 2.1 5G Security: Current Status and Future Trends. The
dS0dzNA e GKNBFG Gl E2y2Ye F2ft2a GKS alyvy$S (I E?2
The treats are classified based on their threat type such as eavesdropping, outages, or nefarious
activity, and the location of the target 5G component such as, core network threats, or access
network threats. Using that information, Disc@very can visualizeats that impact specific
components of 5G network models. Disc@very enabler corresponds to D 2.1 security gaps as shown
below.

Technology Security Gap. Progress axis Disc@very enabler
Define the ad hoc usablsources for| Disc@ery can allow a securit
cyber threats to operators. analyst to assess networks ar
_ systems from a static analys
Devise how to move from a stat| podel to a dynamic borderles
Cyber threat| threat landscape to evolving or ne| model.

intelligence and date

threats.

sharing Consider the benefits of new ris

assessment frameworks of complex |
systems with notably the progress ¢
risk assessment graph.

It can provide security
suggestions specific to th
yStig2N] Qa Ozy

directly on the enabler, or ir
the form of a reprt

3.3.4 Integration-interactions with HLA enablers
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Disc@very is part of the Policy & SLA management of the INSBRIES High.evel Architecture. As
a resultsDisc@very is an application directed to cyber security decision makers, such as security
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analystsThe outputs of the analysis will enable security analysts to better assess the security of their
networks.

3.4 SSLA Manager

3.4.1 Problem statement and challenges

Security has a nomegligible cost and various providers (operators or platform providers) have to
RAFFSNBYGAFIGS aSOdaNARGe FSFddz2NBa 2y + SSNIAOI €
features, offered ordemand and as-service.

Security 8rvice Level Agreements (SLAS) can play a key role for slice security assessnieyt, as
allow to declare clearly the security level granted by providers to verticals, as well as the constraints
posed to both parties (slice providers and verticals).

A framework that allows a slice provider who acts as a broker relying on several Service Providers
(SPs) providing various network services to deliver slices controlled by Security SLAs to the
verticals/endusers is needed. Each provided slice has to be cousred Security SLA that specifies

the security grants offeredt KA & ¢2NJ] NBflFGSa (2 GKS {SOdzNRG& I
touch Service Management, §D9 / |y R {9/ F I {2 FyR {SOdz2NA{i& { SN,
Chapter 5.7 tableg(Security Gaps)

3.4.2 State of the art analysis

The SPE(&6]project aims at designing and implementing a framework for the management of the
whole Service Level Agreement life cycle, intended to build appli(8PECS applications) whose
security features are stated in and granted by a Security SLA.

Regarding the configuration of security requirements specified through SLA documents, a few
proposal exist. Karjoth et al47]introduce the concept of Servie®riented Assurance (SOAS), an
assurance is a statement about the properties afeavice as part of the SLA negotiation process.
Smith et al.[48]present a WS\greement approach for a fingrained security configation
mechanism to allow an optimization of application performance based on specific security
requirements. Brandic et dd9]presents a survey of the SLAs offered by commercial cloud providers.

3.4.3 Solution description ancadvancements

The objective is to provide a framework that manages the whole Security SLA lifecycle in a slice: a) it
collects security requirements from verticals/enders; b) deploys the security controls that are
needed to enforce the agreed Security SLA by enngctiie services of SPs or configuring them; c)
monitors in reaitime the fulfilment of Security SLAs d) detects violations in security provisioning level
based on an analytics engine and notify both @isgrs and SPs; e) reacts in riiade to adapt the
provided level of security or to apply proper countermeasures. In order to automate the Security SLA
life cycle in a slice, a machineadable format for Security SLAs will be adopted based on the SPECS
Security SLA model that we will extend to support gicifihis model will be based on a WS
Agreement XML schema that will be extended with secudtgited information allowing to specify

the following sections in a slice term description:

9 Slice resource providers that describes the available infrastructlitikeoresource providers
(appliances, networks, etc.);

1 Security capabilities required in a slice. A capability is defined as a set of security contrals. In
2dzNJ OF aS3> (KS b L {508 ased t@speacifyEhése edidgritis;2 NJ|

1 Security Metrics referenced in the slice service properties and used to define Security Service
Level Objectives (SLOs) in the guarantee terms section. A metric specification includes
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information about it and also information to process the SL€d€h as the metric name and
definition, its scale of measurement, and the expression used to compute its value.

3.4.4 Integration-interactions with HLA enablers
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Figureld. Integration of the SSLA manager with the HLA

The SSLA Manag makes available the SSLAs defined by the verticals mainly for the Security
Orchestrators at the E2E domain or at local domain levels. These SSLAs can also be used by other
management services and functions such as a slice manager.

3.5 Secured Network Slictor SSLAS

3.5.1 Problem statement and challenges

Network Slicing has been one of the most investigated and researched topics on the management of
computing and networking resources when deploying services of the different existing verticals.
Most of the work dme up until now is focusing on how the resources are allocated or how to ensure
expected Quality of Service (QoS) of the services deployed through the use of Service Level
Agreements (SLAs). While the performance and monitoring of the services composuogkngices

has been (and still is) widely investigated, security on network slicing is an aspect that still needs a lot
of research to be done.

The Secured Network Slice Manager relates to the specific Security Gaps identified in chapter 5.7 of
deliverable 2.1 defined asAutomation and Zerd ouch Service Managemeii§ecurity Gaps)
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3.5.2 State of the art analysis

Network Slicing aims to make use of the programmability of Softlleined Networks (SDN) and

the management of viual elements defined in the ETSI Network Function Virtualisation (NVF). With
these two elements (SDN/NFV), it is possible to create virtual networks specifically created and
dedicated to a single service and so, to have a set of parallel virtual netawoekshe same physical
infrastructure using the computing and networking resources available. As the idea of Network
Slicing is to create a virtual infrastructure per each service, most of the work done on security in
recent years is focused on how isatet may be applied at different laye[§1]to protect from
possible attacks as presented58]. In the context of theNSPIRE5@us project, we aim to look for

the security of network slices from another poiaf view. Similarly to how QoS is validated and
monitored at a Virtual Network Function (VNF) and a Network Service (NS) level, the objective of this
enabler is tanake use of SSLAs and monitor them at a Network Slice level. This enabler aims to
ensure that a deployed network slice is secure and if an entity aims to attack a network slice, a
response to solve the situation will be applied.

3.5.3 Solution description and advancements

The proposed solution is closely related with the previous INSPIBIESGenable, the SSLA
Manager. The solution aims to make use of the SSLAs available in the SSLA manager and the Security
Orchestrator to request the deployment of Network Slices with associated SSLAs and the necessary
Security Functions (SFs) to fulfiem. Moreove, once the Network Slice is deployed this enabler will

be in charge to receive the monitored data and evaluate/decide if the SSLA was violated and finally, if
necessary, to trigger the procedure to apply a solution.

Based on the Network Slice Manager mhadwithin the NFV SONATA Service Platform software
developed in the 5GTANGO project, we aim to improve it by developing an external module which is
able to communicate with the SSLA Manager and the Security Orchestrator developed in {NSPIRE
5GPlus. Some wk with an initial architecture describing how the Secured Network Slice, the SSLA
Manager and the Security Orchestrator should interact among them to apply SSLAs over deployed
network slices was presented[&8]. In this conferenc@aper, a first design and woflows defining

the relationship between Network Slices and SSLA were presented. Since then, this enabler had
progressed on the design and initial implementation of a simple demonstr@&iéhbased on e

related test case 1 defined in D5Rroject Documents)This test case is focused on an automotive
scenario. It deploys a Network Slice with a communication service and a set of SFs (e.g., firewall,
Intrusion Detection Systenand an associated SSLA. Once deployed, the traffic will be monitored and
to identify when the SSLA is violated. This situation (i.e., SSLA violation) appears when a vehicle is not
considered as benign. Then, the firewall iscomfigured to block the spdi traffic coming from the

evil vehicle.

3.5.4 Integration-interactions with HLA enablers

As presented in the following figure, this enabler involves different HLA functionalities. First, it needs
to deal with the SSLAs retrieved from the SSLA Manager (Po88tLA& Management Functionality).
Secondly, it will receive the information from the different SFs deployed for the security of a Network
Slice (Security Analytics Engine Functionality) and finally, it will decide if an SSLA is violated and
solution is necssary to be applied (Decision Engine Functionality). While its input data will come
from different modules (i.e., OSS, SSLA Manager, etc.) its output information will be sent to the
Security Orchestrator with the generation of the necessary policy to pkeap

Copyright®© 2019- 2021INSPIREBGplusConsortium Parties Page42of 94



D3.1:5G security assets baseline and advancements @

E2E Service Mar\agemem Domain
(E2E Security| /~E2E Decision Engine E2E EZ2E Policy & SSLA E2E
Intelligence Security Management
Service Orchestration Management
Data Services L
- =
Modet L — - P .
= =) | E3 ) &3
Collection ) ST Detacton L y
! — A A 7~ AN
e ) 11
-;‘:f{ 7 Domain Integration Fabric et ‘:j—:\ <&
Steward |
> Cross/Inter Domain Integration Fabric (Authn/Authz.
Access Ctrl
it
i
Steward
Domain:
Security Orchestration Folicy & SSLA Management » RAN

» CORE
+ EDGE

« Transport Network
- efc...

/" Securty Analytics | Decision Engine
EW“‘. nitive
l S&'lmﬂ SNSL4SSLAS foerns D“"' SNSL4SSLAS
| senvieo ection Control
\
‘7\ z ‘\7 /.‘.\ r E
[ security L kv ¥
Data | ..(
Cofectony™ Domain Infegration Fabric S

nforcement
— A

Infrastructurej
Resources]

Figurel5. Integration of the Secured Network Slice for SSLAs

3.6 Policy Framework

3.6.1 Problem statement and challenges

5G infrastructureis characterized by multiple domains composed of different components and
technologies and it makes use ®DN and NFV paradigms to providelynamicservicedeployments
and dynamic network reconfiguration.

These dynamic actionso be implementedbn the underlying infrastructure must be analysed,
monitored and optimized, especially in terms of security, taking into account as much information as
possible about the current status of the infrastructure to ensure the optimal sequence of actions and
to avoidinterferences with previously defined and established conditions. Security management has
become a challenge due to the big amount of enforcement points as well as their heterogeneity,
where conflicts and interferences during management activities are ttaeinend. 5G architecture
needs the capability to negotiate E2E security agreements between the different domains in a
secured, optimized and automated infrastructure, consistent with the security requirements of the
underlying components of each domain.

The Policy Framework enabler aims to cope with requirements related to the Security Gaps defined
a aqadzZ GA a9/ { SOdNIIZdEZGK a{ INIBNO S A2y I FRY 345NL >
l ANBSYSyidé fAa0GSR (Sygcurbyicdps) / KI LG SN podt GFof So

3.6.2 State of the art analysis

Policies focus on abstracting layers complexity, easing the management, deployment and
configuration of heterogeneous systems for different scopes. The inclusion of security requirements
is one of he main concerns of policy related works, where milalfier security complexity needs to

be addressed in a comprehensive manner. In this context the enforcement of policies for different
layers requirements becomes a need, where the network by itself eantrto the environment
conditions through the use of Highvel policies (HSPL) previously defined, that are automatically
translated into
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Medium-level policies (MSPL), and these to concrete actions to the phyaie55][56]. In fact,
those models were extended to provide orchestration capabilities, priorities and dependencies
management (HSRRP/MSPIOP)[141-142]

Besides the complexity of the heterogeneous infrastructure,niMactured Usage Description
architecture (MUD) address the heterogeneity of potential devices by using Access List Control (ACL)
that specify the necessary requirements of each device in form of policy in Yet Another Next
Generation (YANG) and JavaSci@ject Notation (JSON) format, well limiting the expected
behaviour of devices to their intentiof&3].

3.6.3 Solution description and advancements

Policy Framework provides orchestration of security policies at a-laigh of abstractia, the
orchestration includes the modelling, enforcement, priority and dependency of policies, as well as to
gather information regarding the status of requested policies enforcement. The Policy Framework
refines the HigHevel Security Policy Language PHEdefined in the E2E management domain into
Medium-level Security Policy Language (MSPL) that are distributed to the different Management
Domains and these to final security configurations for the different assets by selecting the best fitted
implementaion that deal with requirements using a modular plupimsed approach. The chain of
actions is selected by priorities and dependencies avoiding conflicts with previously orchestrated
policies. For this task, the Policy Framework includes a Policy ReposiRir that eases the
traceability and management of security policies.

3.6.4 Interaction-Interactions with the HLA
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Figurel6. Integration of the Policy Orchestrator with the HLA

Policy Framework is positioned as an E2E managemeitidanfor policies as well as for intra
domain management in INSPIBGplus High Level Architecture (HLA)takes inputs from the
Decision Engine and Security Orchestration and do the refinement and translation of the policies
sending them to the SecuyitOrchestrator.
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3.7 SFSBroker

3.7.1 Problem statement and challenges

With the advent of the networking and computational services, the users may tend to lease
networking and computational resources and data processing services from multiple service
providers/operabrs. These may include larger scale mobile network operators, local 5G network
operators, cloud service providers, etc. Local network operators may deploy their network
infrastructure including both radio access and backhaul networks. A certain custonyereazest

for a network slice that composed of resources offeredriytiple operators. In such a scenario, a
brokering mechanism that allows different service providers/operators to come to a common
platform and formulate a network slice in a secure amtbaated way. The challenge is to evaluate

the slice resource requirements against the resource availability over different network domains such
as RAN, transport and core. Brokering mechanism should not be performed/hosted by a single entity.
Which will & again become a centralized architecture. Therefore, using DLT for brokering
mechanism will provide a good platform for distributed network architectuiidse exploitation of

DLT for a brokering mechanism relates to the identified Security @&&pd in D2.1 Chapter 5.7
(Security GapsAccordingly, we intend to investigate the devised pragmatic paths to DLT usage over
the networks over DDoS attacks, AAA and SLA management. However, when DLT is used, it needs to
ensure thereduced latency as well as the easy implementation aspects.

3.7.2 State of the art analysis

The novel network slicing paradigm, made available by the latest developments on virtualization and
softwarization technologies, enables advanced and dynamic resouamatidn. The notion of the

5G Network Slice Broker has been introdd&&d, which resides inside the infrastructure provider,
detailing the required interfaces and functional enhancements for supportinglesnand multi
tenant mobilenetworks based on the latest 3GPP network sharing management architectures. The
next generation networks are intended to use such brokering mechanisms for dynamic resource
allocation without any human interventiof60]. However, inthe next generation networks, the role

of network slice broker will be more advanced due to the interoperability of all sorts of networking
services and computational operations offered by a wide range of service providers. Moreover, the
business vertical or the clients will expect a more security, independence and autonomy to select
the service providers.

We intend to use smart contracts with SFSBroker for seearignted service level agreements
(SSLAs) for local network operators and infrastructuoiglers running on a common platform.

3.7.3 Solution description and advancements

In this solution we intend to use a hierarchical Blockchain to develop a secure and privacy enabled
federated network slice brokering mechanism (use the business model givis8ljiunder the
umbrella of a multi operator platform. Secure and federated slice broker (SFSB) is an entity in charge
2F YSRAFGAY3 o0S0i6SSy AYyRdAdZAGNE GSNIAOIfaQ &ataio
orchestrator. This mdwnism uses smart contracts to allocate network resources offered by the
multiple operators (i.e.Infrastructure Providers, mobile network operators, local network operators,
computational resource providers, ...). Furthermore, it assigns andistébutes the resources
among end users in a secure, automated and scalable mannef&f§. ih is needed to perform
privacy enabled, secured, dynamic and f@ad YS NBa2dzZNOS [ ff20F0A2y
requirements and the availabilitgf resources at the service/resource providers. As identified in
INSPIRBGplus project, we target to use DLT over three key security aspects such as AAA
(Authentication, Authorization and Accounting) and SSLA management, and mitigation of DDoS
attacks. Weintend to use dynamic profiling smart contracts and consensus algorithms with
SFSBroker for managing secuntyented service level agreements (SSLAs) for local network
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operators and infrastructure providers running on a common platform. Through thendgnarofile

status, the stakeholders are authorized to access the functions of SFSBroker. The smart contract
decides whether the service requester grants access of the entire services or subset of the services
based on the dynamic profile status. Throudie tsmart contracts the authentication and access
control to the SFSBroker functions enforced to the 10T tenants and service providers. Furthermore,
the immutable decentralized ledger of the blockchain ensures accountability on the service access
operationsperformed by IoT tenants and service providers.

3.7.4 Integration-interactions with HLA enablers
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Figurel?. Integration of the SFSBroker in the HLA

SFSBroker can be positioned as an E2E management function for slice seN&RIREBGplus High

Level Architecture (HLA). SFSBroker should take inputs from the SSLA manager to update the
reputation index of the different operators/service providers. For slice creation process, it should
also communicate with the network slice mays which is located in the service management
domain.

3.8 Katana Slice Manager

3.8.1 Problem statement and challenges

With the advent of 5G technology one of the most innovative and promising features was the ability

to utilize the deployed infrastructure and thrgh virtualization and softwarisation to allow for the

RSLX 28YSyd 2F YdzZ GALX S O2yOdzNNBYy (i ASNBAOSa AYLIM
the main challenges of network slice management in relation to the focus area of INSHFARE%€

during the deployment and provision times (i.e., time zero) the secure isolation of the network slices
utilised by different services/verticals, the continuous monitoring of this isolation and the
perseverance of isolation in case of events. Since netvatiding by default includes various
administration and technology domains i.egre and edge cloud, 5G Core and RAN, the appropriate
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provision of resources in each domain as well as the mechanisms to enforce and monitor isolation
may become too complexhe solution that will be developed in the frame of INSPIRBES will
extend the current Katana Slice Manager capabilities and will cooperate on additional services that
the project will develop and integrate.

The considered improvement on KATANA slicenagement relates to Security Gaps referred
as:Automation and Zertouch Service Managemeint the Security Gaps table of Chapter 5.7 of the

deliverable D2.1Security Gaps)

3.8.2 State of the art analysis

Network Slicing emergeas a key technology for new softwarized networks, including 5G, it also
raises security concerns because of the impact that a vulnerability may have in such s¢ghlarios
Prominent bodies, such as NGMN, issued recommendationsetwdxk Slicing security in 562],

which aided the identification of threats in the general packet core. Recommendations in underlying
G§SOKy2f23AS5Sa 6SNB I faz Q@3 ahchRSNE BE potertidd &reas af 9 ¢
security concern across the VNFifecle.In addition, 3GPP has released document TR33R1dy

of Network Slicing security for 564].

Because slicing builds atop other technologies, there are krsmgarity challenges attributed to the
underlying SDN and NFV technologies, as well as the access nef@uamks. et al.[61] summarizes

the main challenges that Network Slicing has to overcome wrt security due to the technologies the
network slicing operate upon. The main security threats that affect Network Slicing are:

T Monitor SB/NB Interfaces steal configuration, detect vulnerabilities, map system topology
1 Inject traffic into management and control interfaces- make system
unavailable/lunmanageable

1 Impersonation of either the Slice Manager or the south bound systems

1 Compromise of NF running at control plane

1 Shared network slices compromise (side channel attack e.g.

1 Compromised end devices
Within INSPIRES5BRus, it is anticipated that some of theattacks will be tackled in defined Test
Cases and remediation will be automated via integration with security enablers and INSPIRE5G
architecture.

3.8.3 Solution description and advancements

The solution will be based on the already available implementatiadatfvork Slice Manager being
developed in the frame of 5GENESIS projéb] named KATANBG]. The KATANA is based on a
highly modular architecture, built as a mess of microservices, each of which is runningamker
container. The key advantages of this architectural approach are that it offers simplicity in building
and maintaining applications, flexibility, and scalability, while the containerized approach makes the
applications independent of the underlgrsystem. At the current version the KATANA slice manager
is more oriented on the deployment and operational features of the network slicing. In the frame of
INSPIRES58Ius the advancement will focus on the support of security features and integration with
INSPIRES58Ius platform components. Briefly the following advancements are considered:

1 Generalisation of NEST/GST 3GPP template in order to introduce the required for the
deployment SSLA technical specifications

9 Slice Mapping and Scheduling componenfskATANA extension to support for Moving
Target Defence

1 Extension of Slice Telemetry in order to integrate with the Sec Data Collector (SDC)

1 Extension of SBI in order to provide integrity for the controlled southbound components.

1 Monitoring mechanisms fo network slices that are being shared among different
tenants/services.
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3.8.4 Integration-interactions with HLA enablers
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Figurel8. Integration of Katana slice manager in the HLA

The Katana Slice Manager belongs to the E2E Séfaicagement Domain of the HLA. It receives the
Generic Network Slice Template by the Service Orchestrator for creating the network slices and
provides the API for managing and monitoring them. The Slice Manager communicates with the
NFVO, the EMS, the VIMhd the WIM in order to manage the network functions in the
infrastructure.

3.9 Baseline assets used in the project

The following assets will be used by partners as baseline assets in the development of their enablers:

1

)l

WIM TAPI (CTTC) resulted from SBNGO mject: Plugin within the SONATA Service
Platform (SP) that allows to communicate with an SDN Controller based on Transport API.
SONATA multi mano service platform (CTTC), developed-TABIGO project: SONATA SP
module in charge to deploy Network Servid@$Ss) and their Virtual Network Functions
(VNFs) over any associated NVFI either using kd&finelal Machine (kVM) or container
technologies such as OpenStack or Kubernetes.
SONATA VNF V&V tool (CTTC), developed iMABI&O project: SONATA Validation &
Veification (V&V) module in charge to test NSs and VNFs before they could be uploaded to
the SP and be used in production scenarios.
WAN Infrastructure Manager (NCSRD) developed in 5GENESIS project: A custsouogen
implementation to operate on SDN netrks, interacting with theDpenDayLigh€Controller.
It is a Python dockerized application.
OSM implementation (NCSRBsulting from 5GENESIS project: OSM is the Network
Management and Orchestration by ETSI.
Policy Based Security Manager (NCSRByJting from SHIELD project: The Policy Based
Security Manager imposes policies based on the findings of IDSs.
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9 Virtualised and Physical infrastructure telemetry (NCSRB)Jting from SHIELD project:
Several types of monitoring probes plugged phtysical or viualized infrastructure. All
captured records are sent to the E2E Monitoring Framework, providing an overall overview
of the network.

I ONOS Flows and intents (UMU), resulting from ANASTACIA project: Enables flow and intent
forwarding installation on ONOSavNorthbound interface.
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4  Security Enforcement and Control

4.1 Introduction

5G comes along with new infrastructure and verticals where the heterogeneity of technologies has
become challenging. The access technologies and the novel typology of devices leah into
increased attack surface that requires a flexible infrastructure capable of deploying services as close
as possible to devices to ensure the correct behaviour with a negligible impact on performance. The
following enablers are presented to support S@rastructure as Network Security Functions,
designed using Network Function Virtualization (NFV) and Software Defined Networks (SDN)
paradigms to be dynamically deployed and configured at the edge of the network, customizing their
behaviour to the heterogneity of device requirements, ensuring the security of communications;
from access and authentication to transport, especially to constrained devices that are not able of
computationally execute securization algorithms.

Given the highly dense scenariosacdcterized by the heterogeneity and mobility of the devices, 5G
Inspire efforts focus on automating and optimizing responses to volatile conditions close to the
source to ensure secure communications. In this contth, following enablersare dynamicajl
deployed when required to ensure security aspects of devices accordantly with its requirements
dealing with the heterogeneity of 5G scenarios.

VAAA enables a flexible and scalable authentication method based on device requirements, that
could potentially deploy lightweight and spaeefficient authentication for highly dense V2X
environments. The securization and privatization of the communication channel is done by the
deployment of proxies to whom the computation of security procedures is delegatech&taeviour

and location of these proxies depend on devices capabilities and network constraints,Ditit
proxy is distinguished by UDP encryption gecket which is desirable for mobility, it is constrained

to application layer. IPsec proxy on the otland, gives flexibility and abstraction to the application

as it is deployed at the network layer; this is really useful in retancy scenarios where traffic
must travel over thiregparty networks. On the other hand;RABE proxyis deployed for privac
purposes.

The availability is one of the main concerns of 5G, particularly in misstiral situations, where
Drones among other UAVs will play a principal role to deploy the infrastructure needed for the
establishment of services. This UAV heaely on its positioning, where GPS is the principal method
due to its global coverage and accuracy. GPS metrics are especially vulnerable to spoofing attacks
which nowadays are easy to perform due to Software Defined Radio based tools. This vulnerability is
addressed by deployingAV anti GPS spoofing enablahich makes use of RSSI indicators from
trustable sources to infer UAVs position whereby detecting possible spoofing attacks. In this
constantly moving environment where the attack surface has stromglyeased, sophisticated
permanent context monitoring is required to intelligently detect and amend the security of
compromised communication or Qo®ptSFCoffers an intelligent control and decision scheme
based on Reinforcement Learning that provideseliidence to the network and optimizes the
protection gain / deployment cost tradeff.

VAAA DLTS proxyand CRABEcome from research community as outcomes from Anastacia project,

a cybersecurity framework that provides sptbtection, selhealing and selfepair capabilities
through dynamic orchestration and deployment of policies and actions, in the context mifelns
these AAA and proxying techniques will be employed to trigger device specific or user related actions
and to protect communications respectivelgNSF IPsec proxg an IETF proposal that will enable

the provision of secure tunneling for multitenan@nd will be instantiated via the Security
Orchestration of Inspir®GPlus on Policy definitiohightweight and spacefficient authentication
constitutes an enabler introduced for the first time in the context of INSBIR#us and expected to

be entirely developed during the project duration. UAV anti GPS spoofing is also a new enabler that is
introduced for the first time in the context of INSPIREplus and is envisioned to be entirely
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developed during the project duration. Similarf@ptSFGs being @veloped as a totally new security
assetas part of INSPIRESplus. It will closely interwork witMOTDEGenabler forMTD related
security scenarios.

4.2 VAAA

4.2.1 Problem statement and challenges

5G infrastructures provide connectivity and services to a wide amofiheterogeneous devices and
technologies. While this heterogeneity enriches our lives in multiple ways, it is important to pay
special attention to security. In fact, proper management of essential security fundamentals, such as
Authentication, Authoriation and Accounting (AAA), can be a challenge considering different
requirements, protocols and restrictions of the devices. Each device accessing the network should
perform a bootstrapping process according to their capabilities and specifications wedricHiffer
significatively, and this process should be as fast as possible, avoiding overloads in authentication
services.

In this regard, 5G properties like dynamic virtualization and softwarization of network functions can
contribute to mitigate issuesike heterogeneity and scalability. For instance, Fog computing can
provide dynamic deployments of virtual network functions (VNF) at the edge by leveraging NFV
(Network Function Virtualization) and SDN (Software Defined Networks). By using these teghnique

it is possible deliver virtual security appliances in the edge and remote cloud data centres when
required. In this context, VAAA Network Security Function (NSF) could be timely and dynamically
deployed and configured at the edge in virtualized andwsafized fog entities, in order to facilitate

the security management of heterogeneous networks. This work relates to the Security Gap defined
Fda a%{aX ! dZikKSYyGAOFGA2Y YR a9/ (SeauiyGapsh (& ¢ f Aad:!

4.2.2 State of the art analysis

Beyond regular devices able to implement different protocols for accessing the network, other kind

of devices such as the most constrained one requires special attention to this point. For instance,
Kanda et al68] discussed about the applicability of Protocol for Carrying Authentication for Network
(PANA) in constraint environments. They also provide a possible extension to this purpose. In
addition, in this topic, Garci@arrillo [70] provided a survey of different 10T bootstrapping
techniques, also proposing a solution for COAP + EAP which was compared with PANA. Besides, they
provided a lowoverhead version (LOOAPEAP) of the previous work for MPAN
infrastructureq70].

Regarding the applicability of virtual AAA in 5G infrastructures, Wong ER2Rlpresented a
theoretical approach for integrating a hierarchical and distributed approach ondétieration
systems. Ta design is based on ETSI NFV standards. Harf&]also provided a theoretical design,

this time for the secalled Trust Zone, a security solution designed as an enhancement of the 5G AAA
in the edge cloud. Considering previousrks, Zarca et a[74] provided the design, implementation

and validation of an infrastructure for managing bootstrapping processes through vAAA security
functions for constraint devices, based on NFV, SDN and orchestration fakane points in 5G
environments.

In the line of cryptomaterial generation, the 3GPP has defined the AKMA (Authentication and Key
Agreement for Applications) to be part of Release 16, that provides with a mechanism to generate
cryptographic material for $eices to be run between the UE and other entitigg][76].
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4.2.3 Solution description and advancements

AAA infrastructures virtualization, as well as the virtualization of part of them, such as the
authentication agent, will allow providing dynamically different authentication agent
implementations depending on the authentication requests observed in the 5G network. Thus, new
specific authentication agents can be deployed at the edge dynamicallydawgdo the observed
requirements for providing specific network authentication protocols as near as possible of the
source of the authentication request. The solution also can be deployed for avoiding overloads in
existing AAA services. These network itammg and dynamic deployment features rely on NFV and
SDN infrastructure. Thus, the solution provides scalability to bootstrapping process as well as it deals
with devices heterogeneity. This asset is commonly used as part of the bootstrapping progess wh
can be also enhanced with channel protection/privacy by default properties provided by other
assets. In that line, being able to integrate ACMA as a Virtual Network Function is a desirable
enhancement to reduce the need to authenticate for each seruiceon top of the 5G network, in
particular communications directed to elements that may be already part of a VNF that is located
within the ISP premises, such as the network EDGE.

4.2.4 Integration-interactions with HLA enablers
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Figurel9. vVAAA integration in the HLA

VAAA is an odemand enabler, instantiated by the Service Management Domain when required
from the Security Orchestrator. It ensures the most appropriate authentication method for a device
access requdt based on deviceonstraints.

4.3 OptSFC

4.3.1 Problem statement and challenges

Large scale networks are increasingly oriented towards computing at the edge anehbbalsis Edge
Computing (MEC), which enables local data storage and computation within a distributed and large

Copyright© 2019- 2021INSPIRBGplusConsortium Parties Pageb2 of 94



D3.1:5G security assets baseline and advancements @

scale gstem. MEC enhances distributed systems performance by reducing communication latency
compared to systems heavily relying on Cloud resources. However, this increases the importance of
edge nodes within the system, and as they have low computational pavey, are appealing
targets to attackers who can perform attacks relatively easier, compared to big clouds that can
perform effective attack recognition and mitigation. Therefore, edge devices must be secured by
means that take into consideration their lowomputational power, as well as their power
consumption constraints and the difficulty to manage them. The optimization of effective security
solutions in such an eironment becomes a key point.

A more global and pressing requirement for future netwoikghe need to minimize the energy
consumption and complexity of ICT for green systems. On the cybersecurity front, this calls for
resourceefficient defense (i.e., frugality and efficiency) even the resources are readily available in a
computing & commurgation environment unlike edge computing or powmnited systems. This
paradigm also has an economical aspect, namely minimization of OPEX/CAPEX for ICT system
operators. Considering the trends on green security and requirements on resaunastrained

network elements, efficient management of security function configuration, composition and
resource allocation are crucial for future networks. However, this is not a trivial task since these
systems are complex and hard to model appropriately. Moreoverptréormance requirements for

such schemes are challenging. There are also practical issues such as how to integrate them into
practical 5G (and Beyond) security management framewdrkis work relates to the Security Gaps
RSTAYSR +a GYRBAFNRA Al OKWMY St  [ASISNY Al Service! dzii 2 Y
al yl3SYSyaé FyR aa9/ { SOdzNR {SecrityiGApE)i SR AY 5HOM |

4.3.2 State of the art analysis

The optimization problems stated above can be addresssdg Al/ML optimization techniques like
Reinforcement Learning (RL). Reinforcement Learning (RL) is a process where an agent learns how to
behave, and which actions to perform, based on a defined environméntThe agent obtaina
reward/penalty when performing a specific action, in a specific state, and at a specific time. The aim
of the agent then, is to maximize the return (i.e., to reach optimality), that is the sum of rewards he
obtains during his interaction with the envirorent. During the learning process, the agent will
define a policy to follow that allows him to achieve such goal. RL is based on the Markov Decision
Process (MDP), which can use Mefiee approaches like @@arning (using @alues, or Bellman
Optimality),in order to find the optimal policy.

However, when applied to complex systems, the learning phase can be very inefficient, requiring a
considerable amount of time before reaching optimality. Deede&ning (DQIZ8] which
approximat the Qvalues using Deep Neural Networks (DNN), can overcome this issue and enables a
complete exploration minimizing the approximation loss of DNN.

¢tKS 5v[Qa SELX 2N} GA2y Oly 06S STFTAOASYyGte& yI NNE.
envirorment closer to the realife scenario, where a defender is opposing an attacker. In such
models the optimal policy is translated to a Nash Equilibria, where both agents cannot increase their
reward. Different versions of DQL has been implemented and tdetattrease its efficiency: Double

DQL (DDQL), Prioritized DDQL, Dueling DDQL, Distributional DQL, Noisy Nets, or a combination of the
mentioned versions (e.g., the Rainbow algorithm from DeepTiaj.

Although RL has been appliggvarious learning problems in computation and decision problems, its
application to cybersecurity optimization is still limited. Moreover, how its integration in a security
management framework in 5G networks can be impletedris not explored in detail.

4.3.3 Solution description and advancements
Considering these requirements and challenges, OptSFC will implement smart control and decision

schemes for optimizing protection gain vs. security function cost taftieost for cybemefense.
Specifically, it wilutilize Reinforcement Learning (RL) as an enabler that allow the optimization of the
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resource usage and power consumption in 5G network elements/devices during functional
operations and no+functional ones, like the detection and mitigation of cydagtacks. It will provide

this function as a service to the MTD module MOTDEC through open and simple APIs as shown in
Figure 20.
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Figure20. OptSFC and operation with MOTDEC module for slice protection.

In OptSFC, RL will be used to train the cognitive models for different components, like the MTD,
which will use a tuned DQL algorithm and narrowed to a Game Theory model. This will enable the
possibility to investigate on the usage of Neural Fictitious-Faly (NFPYBOJto create a Red
Team/Blue Team camp where the two agents (the MOTDEC and the attacker in the MTD case) are
autonomously learning without predefined knowledge. In that regard, OptSFC will come up with a
new DQL baseML model for our specific usease as a new enabler in INSPB&plus project. It will

also entail the potential for further advancements with additional AI/ML models to be embedded
and more 5G security usmses to be addresseud the future.

4.3.4 Integration-interactions with HLA enablers
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Figure21. OptSFC (and MOTDEC) embedded in the INSBHRE security architecture
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OptSFC controls MOTDEC actions to realize the smart MTD schemes in the protected network
environment. It can optimize and steer MTD policies based on embedded models and cognitive
functions. Please note that although the interactions between different IRE&Gplus functional

blocks and OptSFC are shown as direct arrows, the actual information exchange occurs over the
integration fabric.

4.4 Lightweight and Spacefficient Authentication
4.4.1 Problem statement and challenges

With the increasing level of drivingusmation in 5Genabled vehicular use cases, vehitde
everything (V2X) communication becomes highly vulnerable to malicious actors, opening up entirely
new questions from a security and privacy perspective that have not been addressed in a similar
contex before. The 5G authentication and key agreement -f&@\) constitutes one of the
fundamental procedures for mutual authentication between each vehicle and the network and
provides keying material that can be used in subsequent security procd@lifeslowever, in highly
dense vehicular scenarios, the excessive signalling overhead required for security context
establishment in 5&KA may result in increased latency beyond the acceptable levels. This is
especially important for i) migm-critical V2X use cases, e.g., road safety, where vehicle
authentication should have minimum impact on the actual communication, and ii) roaming
scenarios, where the signalling between the serving and the home network domains may introduce
non-negligibk latency.

In addition, authenticated vehicles may exhibit misbehaviour at any time instant after having been
successfully authenticated. In particular, an already authenticated vehicle may be able to
intentionally transmit false kinematic information ¢e, position, speed, acceleration, heading data)

in its broadcast messages and cause disruption in the network which may in turn generate safety
issues on the traffic. Seemingly abnormal vehicular activity originated from malicious actors (e.g.,
vehicles)may take the form of highly sophisticated attacks. Thus,-tig@ attack identification
(detection and localization) becomes essential for missidtical V2X services and should not come

at the expense of the actual network performance (i.e., stringat®@ncy constraints).

In direct alignment with the identified security gaps in WP2 Deliverable D2.1 Chaptédeurity
Gaps) the proposed enabler provides security enhancements at vertical level, e.g., cooperative,
connected, and automated mobility (CCAM) scenarios, while aiming to address authentication
vulnerabilities and performance limitations in the 5G radio access.

4.4.2 State of the art analysis

Several vehicle authentication protocols have been recently proposed ifiténature for mutual
authentication among the involved network entit[82]. Groupbased AKA approaches, e.[33],

allow the serving network to authenticate clusters of vehicles and reduce the message gashan
with the home network. However, the dynamic V2X network topologies result in frequent local
signalling for cluster formulation and head selection which may prove harmful for the V2X data
exchange when the vehicle density exceeds a certain level. Onotifeer hand, lightweight
authentication protocols, e.g[84], may reduce the required computation cost at the expense of a
higher communication overhead in terms of required size of the exchanged messages.

Regarding the timely detéion of internal malicious actors (e.g., vehicles), the vehicular public key
infrastructure is only capable of protecting the network against external attackers by ensuring
message integrity but with no guarantees on the semantic correctness of each mes&ag
misbehaviour detection mechanism is deemed necessary to detect anomalous behaviour pertaining
to vehicle dynamics. Unforeseen changes in traffic (e.g., due to either naturally drifting mobility
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patterns or unpredicted malicious activity patterns) iangunction with insufficient training data,
generally pose significant challenges (e.g., model overfitting) to conventionatdaspngbased
attack identification methods. Instead, the investigation of mobility meatghostic approaches
poses merit inthie absence of prior knowledge associated with physical traffic phenomena.

4.4.3 Solution description and advancements

Motivated by the aforementioned literature gaps, we introduce a novel vehicle authentication
mechanism aiming to extend the SGKA procedure anéddress highly dense V2X connectivity
scenarios[85]. Our proposed scheme inherits the spaaféicient advantages of a cuckoo filter
implementation, i.e., a probabilistic data structure for approximate set membe&sts, and allows

for the authentication of multiple vehicles at a time with controllable false positive rates.-8egth
performance analysis of our vehicle authentication scheme reveals the impact of different filter
configurations for varying vehe load. In particular, a properly designed cuckoo filter can
significantly improve the authentication efficiency and outperforms the standardizedl&scheme

in terms of endo-end latency and protocol overhead even for high vehicle load. In addithen, t
introduced space cost remains close to the informatibeoretic lower bound even for stringent
false positive rate requirements. Detailed performance analysis and results are provigeld in

Ongoing work aims to enhance the paged mechanism with a lightweight and online attack
identification scheme for the detection of vehicles that were already authenticated but exhibit
misbehaviour at a later stage. The mechanism relies on the processing of streaming vehicular data
reports ard the exploitation of spatidemporal crosscorrelations to extract the underlying vehicle
dynamics. The processing of observed measurements reveals insights for the behaviour of
communicating vehicle streams and allows the {t#ak identification (detedbn and localization) of
malicious attacks, by pogtrocessing the error sequence which occurs after subtracting the
predicted data sequence from the actually observed data sequence during a prediction window. The
intuitive idea is that if there is a mishaving vehicle during the prediction window, then it should
leave certain anomalous signature within the error sequence.

4.4.4 Integration-interactions with HLA enablers
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Figure22: Integration of the Lightweight and Spae#icient Adhentication in the HLA
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The key HLA functional components involved are: 1) Security Data Collector: Responsible for
collecting vehicular data reports and registration request messages; 2) Security Analytics Engine:
Responsible for i) verifying the expecteglquest/response messages for authentication and the
freshness of the authentication tokens sent to the vehicles, ii) the detection of any potential vehicle
misbehaviour after it is successfully authenticated by the system, iii) the exploitation of #tie-sp
temporal crosscorrelations among vehicular data reports for extraction of the underlying dynamics

in a network of vehicles; 3) Decision Engine: Responsible for i) determining whether the -vehicle
towardsnhetwork and the networkowardsvehicle authenication fail or potentially succeed, ii) the
verification that a seemingly abnormal vehicular activity (which may take the form of a highly
sophisticated attack) is originated from malicious actors, iii) the identification of malicious activity
patterns am for ensuring message correctness among neighbouring vehicles; 4) E2E Policy and SSLA
Management: Responsible for ensuring that the achieved performance does not violate V¥ se
policies or requirements.

4.5 UAV anti GPS spoofing

4.5.1 Problem statement and chllenges

Unmanned Aerial Vehicles (UAVS)dmnes, are recognized as a promising technology to assist
upcoming wireless networks in meeting the massive IoT requirements, thanks to their deployment
and movement flexibility and their capability of establizy lineof-sight communication links. When

the UAV execute flight mission, it needs to report its living position to Unmanned Aircraft System
(UAS) Traffic Management (UTM) for safety and security purposes (e.g., collision avoidance,
geofencing). The gl navigation satellite system (GNSS), specifically GPS, is the primary location
technology used by UAVs due to its global coverage and accuracy. However, the unencrypted civil
GPS signals are inherently vulnerable to spoofing attacks. In fact, an attekeuse lowcost
software defined radio (SDR) tools, such as USRP, to generate fake GPS signals to fool the GPS
receiver into calculating false positions. A spoofed GPS position is not only used to hijack or confuse
the UAV positioning system but alsousing the collision between UAVs. Thus, it is imperative to
incorporate appropriate measures into UTM systems to validate the positioning information and
consequently counteract GPS spoofing attacks. Moreover, it is preferable that the envisioned
measuregdo not require additional hardware or computation load at the UAV.

This enabler security motivation and engineering relate to the identified (security) limitation and gap
of Chapter 5.7 of WP2 deliverable D2.1 defined Revise efficient and effectiv@ldriven
mechanisms for intelligently detecting and mitigating 5G security thré&escurity Gaps)

4.5.2 State of the art analysis

Several solutions have been proposed for detection and mitigation of GPS spoofing attacks, which
can be broadly classified into two categories, namely, GPS signal analysis matitbdSPS
information analysis methods. For instance, the authof8@j devised a multantenna antispoofing
technique for mitigating the spoofinggsials. Similarly, i[87]presented a spatial signal processing
approach for GPS spoofing detection and mitigation. The spatial signal processing takes advantage of
multi-antenna reception for spatially filtering out fake GPS sighaéamforming or null steering. In

fact, multiple received signals having the same or very similar direction of arrival (DoA) is an indicator
of GPS spoofing. [88]and[89], the crosscorrelation between the ntitary and civil GPS signals is
used for detecting the spoofing of unencrypted GPS signals. Theaowstation strategy requires a
communication link between a secure receiver and the defended receiver to perform the spoofing
detection. The authors if90] proposed CrowesPSSec, a solution that leverages the position
messages periodically broadcast by the aircrafttUAV and their time of arrival to detect and localize
GPS spoofing attacks. To safeguard civil GPS receivers agaioing attacks, Wessonet §91]
proposed to authenticate GPS signals by combining signd@ased authentication of GPS navigation
messages with a statistical hypothesis test. Similarly, Wu@2&lused $ cryptographic algorithms,
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to authenticate the BeiDodi navigation messages. [@3], a trusted hardware is leveraged to
generate cryptographicalit A 3y SR Dt { YSaal3Sa Ay 2NRSNJ (G2 NJ
camera view issed in[94]to crossOKSO1 AF GKS ! 1 +Qa Dt{ LRaAiAlArAzy

Although the proposed GPS spoofing detection methods are effective, their adoption imposes more
antennas and computational load on the receiver. In fact, the estimation of phase delay and direction
of arrival requires an inertial measurement unit (IMU) raultiple reception antennas, while the
crosscorrelation induces computation overhead. Those methods can hardly implement into drone
due to limited battery capacity and the extra weight load on the drone. Thus, a GPS spoofing
detection mechanism that doesot require additional hardware or computation load at the UAV is
necessary.

The 5G new radio (NR) technologies is envisaged to play an essential role in enhancing positioning
accuracy, owing to the high frequency bands and dense deployf®&iténdeed, the characteristics

of the uplink or downlink radio signals are utilized to infer the location of a user equipment (e.g.,
UAV). Potential radio signbhsed localization approaches that will be supported by 5G NR include
Time of Arnval (ToA), Angle of Arrival (AoA), and Received Signal Strength Indicato[9& &5the
aforementioned approaches, the node (e.g., UAV) position is estimated based on the distances or
angles to the anchors (e.g., 5G base stgtionalculated using ToA, RSSI and AoA signal
measurementf@7]. Thus, 5G positioning services can assist the UTM in assessing the validity of
1 +Q&a Dt{ LRaAilArzyao

4.5.3 Solution description and advancements

The aim is to propose a novel tadfective 5Gassisted method to detect the spoofed GPS positions
reported to UTM by an UAV. Compared to other 5G sigaaéd localization techniques, RSSI
measurements can easily be obtained from base stations without any extra hardware. Moreover,
Mechanisms such as (Extended) Kalman Filter and Particle Filter can be used to reduce distance
estimation error. For these reasons, an R&8kd positioning scheme will be adopted to assist UTM

in detecting GPS spoofing attackéie Received Signal Strengtlis§ measurements collected from

Ydzf GALX S pD olasS adqlrdAiazya FNBE dzaSR (G2 Xxhe&SNJI (K
the validity of positioning information provided by the UAV. Machine Learning (ML) techniques will

be leveraged to perform therossvalidation based on channel quality metrics extracted from the
collected RSSis.

4.5.4 Integration-interactions with HLA enablers
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Figure23: UAV anti GPS spoofing integration in the HLA

Telemetry data (including GPS positionsparted by the UAV and the path loss measurements
NBL2ZNISR o6& GKS o61asS aidliAazya INB O2tfSOGSR oé
Mo &SR Dt{ &LR22FAy3d RSGSOG2NX» LT | &LR2FAYy3I A

for further mitigation actions.

4.6 12NSF IPSEC

4.6.1 Problem statement and challenges

The new paradigm created by NFV allows to move some network security functions (NSF) from
hardware appliance to Virtualized functions (VNSF). vNSF will apply to solve multiple sezeoldy

such as authentication, access control, integrity or confidentiality, in a more dynamic and efficient

way. Provide these functions jointly or separately with 5G network functions, physical (PNF) or
virtualized (VNF), allows to provide a secure envinent.

Nonetheless, most of the vNSF has kept proprietary format in order to enforce security policies,
forbidding a common framework to enforce security Policies. Same situation arises in SDN, where
when we talk in term of security, enforcement and p@g are not following none a common
standard interface. One relevant example IPsec. The standard defines ways to use IKE protocol to
negotiate the keys and rules between 2 ends, but there is no standard defined for the management
of the endpoints, such glicies to apply and nodes involved.-BIAN and SAJE26] services, are
examples of proprietary management and control plane with it owns interfaces to provide encrypted
IPsec VPNs and end to end security services over it.

Additionally, increasing demands in latency and throughput promised in 5G are stressing the network
access domain and transport domain. Increasing the fronthaul capillarity, to small cells, or the need
of Edge computing solutions, requires network protectionsré€ht standards ate 3GPP and GSMA,
recommends solutions based on IPsec. As a consequence, multiple components are required to make
translations between proprietary solutions, increasing TCO for 5G network operators that reduce it
applicability.
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Thiswork 6t F (184 (2 (GKS {SOdNRGE DL RYRAVYIRINE & ¢
Chapter 5.71Security Gaps)here it is expected to deliver softwatgased security protections with
interactions in several domains.

4.6.2 State of the art analysis

IPSec is standardiz¢di271to provide Authentication, access control, integrity and confidentiality of

IP communications. These properties make it ideal to protect upper layers protocols, such the ones
defined in 5G. GTP, eCPRI or DIAMETER as some example of protocols that delegate the security to
IPsec.

IETF 12NSF working group has the aim to define a set of software interfaces and data models for
controlling and monitoring aspects of physical and virtuaF$®nabling clients to specify rulesets.

One of the first results in progress is a specification for |Bs28] Thisspecification allows to have a
centralized Controller in charge of setlsec tunnels/transport and distribute the cryptographic
policies and keys.

4.6.3 Solution description and advancements

The implementation of the I12NSF controller and agents for IPsdt,opén a wide range of
applications to protect 5G networks and communications. Above mentioned needs for transport
protocols can be addressed with a Centralized E2E manager, to deploy different IPSec endpoints or
gateways to protect the traffidGeneral achitecture of the solution is shown in figure 24 below.

CONTROLLER
Security policies >

iz Translate i Southbound

................... .’ ‘psec pohc'es R ." Prmm'

(1) ‘ Lo ) T

(3)
\J ¥
NSF 1 (4) NSF 2
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IPsac (SPD/PAD) IPsec (SPD/PAD)

Figure24: 12NSF for IPSec architecture.

The solution is composed ofl2NSF controller and 2 or more IPsec agents. The 12NSF controller can

be and application of a SDN Controller or part of the NFV MANO orchestration policies. It is in charge
of receive the security policies (1), e.g., a MSPL, translate them to a I2NSHZ)aie send to the

IPsec Agents using a standard interface NETCONF. The model can include algorithms to use, keys for
integrity and confidentiality, lifetime, etc. The agents can be deployed as stangé vVNSF or can be
integrated in exiting VNF withryptographic operation capacity to enforce the policy and establish

the IPsec tunnel (4).

Some potential applicability scenarios in 5G networks are:
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1 Secure slices. Using a Centralized controller that invoke the setup of a IPsec tunnel as part of
the Sliceconfiguration, could provide confidentiality and integrity in the slice traffic.

1 IPX interconnection. Despite of the TLS adoption in the lasted 3GPPP standards, still there is
IPX providers providing connectivity based on IPsec agreements. The use raflizemt
policies can provide more visibility and control for these providers.

1 Small/remote cells protection. The expose of gNodeB or part of it (RRH, DU) in insecure sites,
can open opportunities for attacks in the traffic and to the 5GCore. I2R&€ shutions
close to remote functions of the gNodeB will be enforced by a controller in charge of IKE
negotiation providing light solutions and centralized policies to protect the network

1 Edge Computing security. Provide security in the Edge sites deplogerydnectivity with
access and core.

I2NSF IPsec aims to provide solutions to two security gaps identified in D2.1 section 5.7 identified
limitations and gapqSecurity Gaps)

1 Coordinate authentication between networkeshents, such as VNFs, in multiples domains,
through the unified E2E control plane that can inventory the end points nodes involved in the
setup and provide the authentication based on the IPsec authentication/integrity
cryptographic solutions.

i as a SDN 8arity in terms of SECaaS technology, respond and enforce traffic confidentiality
with IPsec encryption between domains.

4.6.4 Integratiorrinteractions with HLA enablers
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Figure25: viPsec and 12NSF controller components in HLA.

The I2NSF IPsec solution acts as an enabler on the 5G network. Their role includes the enforcement
of security policies defined by the Policy & SSLA Management component. In fact, it is the Domain
Security Orchestrator, who will request to the Service Manageni@main (e.g. ,the Edge NFV
MANO, the SDN Controller, etc..) to deploy and configure the IPsec tunnel, using the viPsec assets as
VNFs on the infrastructure. Although is not reflected in the Figure, in case of multiple domains
involved, each I2NSF Conteslcan be orchestrated by the E2E Security Orchestrator.
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4.7 Virtual Channel Protection

4.7.1 Problem statement and challenges

5G deployments are comprised by vast number of heterogeneous components, services and
interconnections. In this regard, protecting the commnications by different encryption approaches
becomes fundamental for avoiding issues such as lack of confidentiality, spoofing or data
manipulation. However, considering heterogeneous devices that can be connected to 5G networks,
not all devices are abl® manage all channel protection operations.fact, there are a vast amount

of constrained devices which can access 5G networks but are unable to implement the most
recommended channel protection algorithms or procedures. For instance, most commonvicg&sde

are not able to manage asymmetric cryptography, they are not even capable to manage complex
ciphering algorithms for symmetric cryptography. Besides, even in regular scenarios we can find
restrictions like law regulations, or organization policiesiolhrequire that the traffic must be
protected with specific mechanisms and algorithms, these mechanisms may not cover the whole
path and therefore mechanism translation might be needed. In this regard, it is necessary to provide
dynamically different chamel protection solutions on demand depending on the security
NBljdZA NBYSyiGad ¢KAAa @¢2NJ] NBfFdiSa G2 GKS-MECSOdzNA
dSOdzNARGE& YR {SOdzZNBE pD NI RAZ2 (SedriySaps)e f AAGSR Ay

4.7.2 State of the art analysis

5G infrastructure properties such as Network softwarization plays a key role providing with the
desired scalability level in network management. In this sense, the Internet Engineering Task Force
(IETF) is workinpwards managing IPSec Security Associations (SAs) in SDN networks and enabling
endto-end channel protectiof®8]. However, more efforts are required to get the benefits of SDN to
facilitate channel protection in those networkswihich IPSec is not directly supported, or which just
require establishment of additional secure channels. In this regard, standardization organizations like
IETF are working to define new protocols for channel protection and key exchange and distiitbution
more constraint environments, such as the OSC@REnd EDHOCLOO]Jprotocols; the former is

used to secure the communications etwend, while the later generates the necessary key
material. Nonethelessthe current standard to protect Constrained Application Protocol (CoAP)
exchanges is DTLS. CoAP documentation defines DTLS as its secure communications mechanism.
Therefore, DTLS is one of the first protocols to be considered in constraint security #@sscia

this regard, Bernal et gll01]designed, implemented and validated a-tbgfault DTLS channel
protection and key distribution during IoT bootstrapping processes.

4.7.3 Solution description and advancements

The solution willallow instantiating and configuring on demand channel protection capabilities
depending on the security requirements. It includes the dynamic instantiation of channel protection
proxies which are deployed in the 5G network as near as possible of the smdagestination of

the communication in order to guarantee the desired channel protection level across the path. For
instance, a DTLS proxy can be instantiated as near as possible of those devices which are not able to
perform the required security levéh UDP communications. For covering other channel protection
technologies sch as TLS or IPSE@@w channel protection proxies could be provided.

It would be also possible to enforce encryption for devices that even if capable of managing
encryption, might not be manageable by the entity managing the data, for instance, devices
deployed and running on battery that are difficult to access physicalven not accessible at all.
Another key situation is that of devices for which the vendor cryptographic material provided on
factory that might have been compromised. In such casesnpeypting the connection at the very
edge would be a mitigation beffle leaving the 5G network towards the cloud.
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4.7.4 Integration-interactions with HLA enablers
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Figure26: Integration of the virtual channel protection in the HLA

Virtual Channel Protection is an -clemand enabler, instantiated by theel¥ice Management
Domain when required from the Security Orchestrator. It guarantees the channel protection required
from the access type of the device by deploying or configuring requested asset in the infrastructure.

4.8 Virtual Privacy (CRABE proxy)

4.8.1 Problem statement and challenges

Whereas the benefits of 5G networks generations are becoming day by day in a reality, the ability to
interconnect almost everything also generates a critical privacy challenge that must be addressed. In
this regard, end to end da privacy should be ensured by default to guarantee that only the involved
parties of the communications are aware of the content. However, not all devices able to connect to

the 5G infrastructure are able to implement security properties like this ope.ifstance, most

common IoT devices are not able to manage specific algorithms for data privacy (e.g., attebate
encryption). In this regard, it is necessary to provide different mechanisms to protect data privacy,
able to deal with the heterogensitnature of new and future network generations. This work relates

G2 GKS {SOdzaNAR{G& DI L) RSTAOIR & 330 daNA{(iadT laydR {aSOuidxNE
listed in D2.1 Chapter 5.7 tabiSecurity Gaps)

4.8.2 State ofthe art analysis

Regarding data privacy, if well it is true there are multiple approaches, Bethencourt et al.
[102]provided the CiphertexPolicy AttributeBased Encryption (&&BE) which allows that
encrypted data be kept confideiai even if the storage server is untrusted. Previous AttridBdsed
OYONBLIIAZ2Y &da2dadSya dz2&aSR F{ddNROdziSa (G2 RSAONROG
GKAETS Ay GKAA adadSYy FOdGNROdzI Sa | NBencdgitifgRiatal 2 R
determines a policy for who can decrypt. Thus, these methods are conceptually closer to traditional
access control methods such as RBEsed Access Control (RBAC). Authors also provided an

S
S

Copyright© 2019- 2021INSPIRBGplusConsortium Parties Page63of 94



D3.1:5G security assets baseline and advancements @

implementation as well as performance measuents. Following this approach, Perez et al.
[103]introduced an attributebased lightweight symmetric cryptography solution for smart building
scenarios. Specifically, the solution is focused o/ABE, in order to allow specific gabts access to
specific pieces of data for privapyeserving. Matheu et al[104]Jalso applied this promising
approach over an IoT infrastructure for enforcing data privacy security profiles.

4.8.3 Solution description and advancements

Privacy is one of the main concerns of loT, where resource constrained devices send sensible data
every day without the capability of performing cryptography operations to ensure privacy at data
level. In this regard, E2E data privacy is achievedthigisolutionby enforcing data privacy security
policies that dynamicallistantiate and configuren demand data
privacyproxiescapabilitiesdepending on the privacy requirements of the communicatibime
dynamic instantiation of data privacy proxwhichare deployed in the 5G network as near as
possible of the source and destination of the communicateong they performas well as th&eys
distributionamong other processdn order to guarantee the desired privacy protection level for the
data. For insince, the CiphertexiPolicy-Attribute-BasedEncryption (CABE)proxy can be
instantiated as near as possible of those devices which are not able to encrypt data through the
capabilitybased approach, so the traffic coming/from those devices will be pamently redirected

to the CPABE proxy as a middmx which will apply the required data privacy
encryptions/decryptions.

4.8.4 Integration-interaction with HLA enablers
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Figure27: Integration of Virtual Privacy Protection in the HLA

Virtual Privacy is an edemand enabler, instantiated by the Service Management Domain when it is
required from the Security Orchestrator. It ensures the privacy protection throughout the
infrastructure for the device accessing the 5G network by depipgimconfiguring requested asset in
the infrastructure.
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4.9 Baseline assets used in this project

The following assets will be used by partners as baseline assets in the development of their enablers:

T 1AMaaS[129)(TSG), developed as paftSendate Tandem project, provides:
o Digital Identity Services;

Directory Services;

Credentialing Services;

Authentication Services;

Security Token Services;

Identity Federation Services;

Privilege Management Services (incl. role/group management).

O OO OO0 Oo
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5  Security Analytics

5.1 Introduction

The objective of Security Analytics in cybersecurity is the proactive and reactive protection of
network infrastructure by collecting and analyzing data to detect unusual traffic patterns, anomalies
and zereday threats. Thémmense amount of data generated by network assets calls for automated
monitoring and alerting processes in order to reduce cyber resilience KPls, including Mean Time to
Detect (MTTD), Mean Time to Contain (MTTC) and Mean Time to Resolve (MTTR)oimekisML

is a significant enabler towards this goal and an important tool for security teams that often struggle
with complex processes, employee shortage and extended detection and resolution times.

Towards this objective, INSPIRGplus includes two erblers for Security Analytics, namely the
"Security Analytics Framework" and "The SSLA Assessment and Enforcement”. The Security Analytics
Framework provides anomaly detection services and is based on the Apache Spot version developed
in the SHIELD Projeand further refined in 5GENESIS, or the MMT security monitoring framework
developed by Montimage. In the course of INSPABRIus, the ML engine of these Frameworks will

be further upgraded to include: i) appropriate algorithms that will improve theied&bn accuracy

in different attack scenarios; ii) extend their data ingesting capabilities by including data from the
infrastructure and applications; iii) improve their visualization capabilities for more effective
presentation of results; and iv) imprewtheir interoperability with other enablers by defining open

APIs.

The SSLA Assessment and Enforcement enabler provides versatile probes for collecting and
processing data coming from different sources as well as SSLA assessment capabilities forgspecifyin
and managing security policies in réiahe. The SSLA assessment enabler was introduced in the
H2020 MUSA124Jand CelticPIuSENDATE projecis25Jand is based on rediime monitoring of
metrics. Its mairfunctions include assessment of security functions (i.e., that they are doing what
they are expected to do), detection of security breaches, and translation between different
formalisms (e.g., SSLA, Tosca, MSPL). In the context of IN&PIRE, the SSlassessment enabler

will be extended to support interaction with the Security Orchestrator, translation of-leiggtil

policies to lowedevel actionable policies and management of SSLAs, and remediation strategies in
both the control and data planes.

5.2 SSLAssessment and enforcement

5.2.1 Problem statement and challenges

To provide the automation promised by ZSM (Zero Touch Network and Service Management) one
needs the means to define security requirements that can be assessed and controlled at all times.
This impies formally specifying these requirements that will regulate the level of security, verify that
the security functions are correctly implemented, and that the security properties are not violated.
Defining the level of security is necessary because ggdwas a cost and thus a compromise needs

to be found between the desired quality of service or experience and the security cornfhas.
violations of the SSLAs need to be detected and must triggehsaling or selprotection strategies.

Thus, secunit monitoring and analysis is a challenge that needs to be addressed to guarantee the
desired security level and achieve remediation and prevention of security breaches and
vulnerabilities in a fully automated fashion.

The ability to define and manage Sedtygxoriented SLAs (SSLAS) is essential for operators offering
managed services. Similar to the SLAs concerning performance, SSLAs is a contract between an
operator and a customer that defines the services and the security levels that both parties empect. |
other words, SSLAs are needed by operators, service providers apdz@@NBE (2 & O2y (i NI
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the requirements related to security capabilities of the provided networks, slices and services. The
defined SSLAs allow emalend controlling, that the segity functions are correctly implemented
and that the security properties are not violated.

The solution or techniques recognised here addresses the challenge described in the table 4 found in
Sec. 5.7 of the deliverable D23ecurity service level agraent(Security Gap$) particular to assess

and automate the enforcement of security policies in riale that is an enabler addressing part of

the challengeAutomation and Zertouch Service Management.

5.2.2 State of the art amalysis

In the literature, SSLAs have been defined for managing security and privacy in th€l@gud
[106],[107][108]. The H2020 MUSgroject has defined SLAs for muktloud environmentg109] In

this project a first prototype was developed that showed how the SSLAs can be specified for
federated cloud systems. The originality of this work is the use oftiraal monitoring to assess and
enforce SSLASN the other hand, SSLAs have not been applied to 4G and 5G mobile environments.
The use of SSLAs has been demonstrated for 4G environments in the CelticPlus SENND
[125]project and showed how they facilitate the agreements between different components
concerning the expected cybseecurity level and remediation strategies. In this project, SSLAs are
defined for assessing and controlling that:

The security functions aretrectly implemented

The security properties are not violated

The violations trigger selfealing and selprotection strategies
SSLA metrics examples:

Data and service availability

Geolocalisation of data/services

Frequency of security analysis

Number ofGTP per subscriber

Isolation access from other slices

Security enforcement techniques:

Time to deploy new technique

Delay in applying patches

Delay in reconfiguring

Delay in revoking users/operators

Delay in replicating services and switching instances.

w = =4 8 -8 _8_8_48_48_4a_-42_-4-9_-24_-9_-2

o
N

Solution description and advancements

The solution relies on the MMT monitoring framework. This framework consists of probes (i.e. ,
Security Agents) and applications for managing them, and analysing the data captured from different
sources (network packstand sessions, application traces, system logs, etc.).

The analytic functions use different techniques to detect anomalies and perform complex event
processing.

The versatile probes can capture and process data, and extract thedataneeded for secusi
and performance analysis and control.

The framework includes the following capabilities (some more evolved than others):

1 Interaction with orchestrators (e.g., OSM, ONAP) to obtain the network topology, determine
the changes needed to protect the netwgrand provide the specification of the changes to
be performed by the orchestrator.

Capture events (monitoring of network, apps, system...)

DPI, DFI, application and system traces

=a =
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Monitoring in slices and E2E

Dashboards, alarms

Rulebased and behaviotlased analysis

Anomaly detection

ML/Akbased analysis

Optimised packet processing (using DPDK, P4 language, microservices)
Triggering selprotection and selhealing strategies

Deployed as VNF or SECaaS

= =4 -8 -4 -8 _a_9a_2

The SSLA assessment enabler, thas started to be dveloped in the H202MUSA and CelticPlus
SENDATE projects, allows specifying, managing and performintinreahssessment of security

policies called Security Service Level Agreements. The specified SSLAs can detect anomalies caused
by security breacheand determine if the security functions and controls are operating as expected.

The main functions are:

Assessment of security functions

Detection of security breaches

Management of Security Service Level Agreements (SSLA)

Extension of Tosca with securdgyent management and reactions.
Translation between different formalisms, e.g., SSLA, HSPL, MSPL, Tosca.

=a =4 -8 -8 9

The solution that is being extended in INSP3RBIus concerns how SSLAs can be defined for
formalising the requirements related to a wide varietyaybersecurity issues and concerns in 5G. It
goes far beyond current intrusion detection and prevention systems, as well as policy control
systems, in that:

1 Itis based on reagime metrics that allow finggrained or more abstract assessment of the
securty requirements of the different stakeholder involved.

1 It allows detecting security breaches as well as malfunction of security functions.

I It integrates remediation strategies that can be triggered automatically with the goal of
enforcing the specified &8s.

To better automate the process of defining and enforcing SSLAgimsamonitoring of network,
application and system activity based on distributed probes is needed. The probes, or Security
Agents, capture the data, metdata and statistics that llw measuring the parameters implicated in

the specified SSLAs. Then, complex event processing and machine learning can be used to analyse
and detect breaches at the local level by the Security Agents or at the domain odormsin level

by the SecurityAnalytics Engine. Finally, when breaches are detected, corrective actions (e-g. ,self
healing or sefprotection techniques) need to be taken. These actions can be triggered manually by
the operators, or automatically by the Decision Engine that interadte the Orchestrators and
Controllers to perform the necessary actions.

Starting from the results obtained in the SENDARMRDEM project and with the objective of
obtaining an industriajrade commercial solution, INSPIREplus has started extending tlselution

to better address the needs of 5G. This includes the specification (that will be followed by the
implementation) of features at different levels (see Figure 28):

f GOEGNI OGéY {{[!'& FYR NBYSRAIFLGA2Y &GN} GS3aASE
1 a{SIOAFe& | yR YI yIl 38 élegel poitles/ @SPL)(ah? SSLAS ® el 3 K
actionable policies (MSPL, TOSCA).

oA = 4

T a{8N2GESOGeY LYGSNIOGA2Y 6AGK GKS {SOdNRGE h
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Figure28. SSLA functional artbcture diagram

5.2.4 Integration-Interaction with HLA enablers
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Figure29. Integration of the SSLA manager in the HLA

The realtime SSLA assessment module is part of the Security Analytics Engine. It is configured with
rules definedby the operators and endsers, i.e., derived from the agreed upon security policies
managed by the Policy & SSLA Manager. At the same time, the SSLA manager will inform the Security
Agents what information is needed to assess the SSLAs (doted linesfiguitey. The module will
analyse data captured provided by the Data Services (for historical data) and Security Data Collector
(for reattime data captured by the Security Agents). When an SSLA is not respected, it will notify the
Security Orchestrator #t will trigger corrective actions.
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5.3 Security Analytics Framework

5.3.1 Problem statement and challenges

5G comes with extensive features and capabilities, allowing the realization of advanced Use Cases,
not feasible with legacy mobile networks. However, thidvancement comes with various side
effects, including the increased attack surface due to new flavours of technologies introduced in 5G,
such as SDN, Network Slicing, Mtdtiancy and more complex architectures. Under certain
circumstances, these coulamstitute potential sources of vulnerabilities, increasing the probability

of security incidents.

On the other hand, 5G network components are highly heterogeneous and distributed across the
network, thus creating an enormous amount of diverse data, wharsagysis can lead to proactive
remediation of malicious events. As a result, the problem revolves around investigating feature
engineering aspects of the mobile data, as well as the application of propelriviin algorithms

that are most relevant to an amaly detection system. An important challenge remains data
availability, collection and evaluation, as well as data-gnecessing, including labelling. In the
context of INSPIRED LJ dza = GKA& ¢2N)] NBftlGSa (2 g a{dS OdzND
al OKAYS [ St NYAY ISecuiyAGagsSR Ay ¢l o6f S porT

5.3.2 State of the art analysis

Intrusion Detection Systems (IDSs) are one of the most significant parts of a network. In general, IDSs
use mechanisms that can be classified in three distinct categories: i) misuse detection, ii) anomaly
detection and iii) hybrid detection. In misuse detien, the IDS maintains a set of rules for detecting
1y26y FGGrOlaoe LYy ly2ylfte RSGSOGA2Yy>Y (GKS L5{ R
behaviour differs from normal behaviour. Finally, hybrid detection is a combination of misuse and
anomaly detection techniques. ML techniques have been extensively applied in anomaly detection
frameworks, both in wired and wireless networks. The massive increase of data foreseen in 5G
networks calls for automation in detecting well known and novel attadhg110], the authors
provide a detailed investigation on machine learning techniques for the above categories of IDSs. The
paper reports the results of multiple combinations of ML algorithms found in the literanamely

Single Classifier with all features, Single Classifier with limited features, Multiple Classifiers with all
features and Multiple Classifiers with limited features. It is shown that no particular ML algorithm is
able to detect all types of attacksnd it is important to define the optimal feature set for each type

of attack.

INSPIRBGplus Deliverablg111] also provides references in anomaly detection frameworks.
Specifically, the authors ifi12]desribe an anomaly detection system for 5G networks based on
Deep Belief Networks (DBN), Stacked Amtwoders (SAE) and Long Sfi@tm Memory (LSTM).
Authors in[113] proposed an anomaly detection and diagnosis solution for RAR$&ealing in 5G
networks. The anomaly diagnosis process relies on-Based Reasoning (CBR), transfer learning
and active learning techniques to allow for autonomous-keHling actions. [d14], the authors
evaluate the performace of Gaussian probabilistic latent semantic analysis (GPLSA) model and
Gaussian Mixture Model (GMM), comparing their results a real dataset captured from a wireless
network. They also propose a novel algorithm with modellikgjihood.

Another interestig approach is graph based anomaly detection that has been applied to intrusion
detection datasets if115] The authors propose a graph representation that combines different
kinds of events, allowing a rich description of the netwactivities and then apply an autoencoder,
which follows the unsupervised learning approach, in order to detect anomalies. The results obtained
in the CIDIS2017 dataset are better than other supervised solutions.
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5.3.3 Solution description and advancements

The Security Analytics Framework provides anomaly detection services and is based on the Apache
Spot[116]}version developed in the SHIELD Project and further refined in 5SGENESIS

It will include multiple maitoring probes distributed across the 5G infrastructure (RAN, CN, TN) for
collecting heterogeneous data. The solution shall collect, process, detect and classify anomalies
associated with security incidents, notifying the Security Administrators or @hablers across the
INSPIRBGplus ecosystem via appropriate APIs. In addition, the Security Analytics Framework will
support multiple data models for different technologies and vendors, as well as appropriate ML
algorithms for detecting anomalies in mylie points of the network domains, increasing the overall
detection accuracy.

Advancements include upgrading the ML engine of the Framework using appropriate ML paradigms
and extending its ingesting and visualization capabilities. Specifically, new Nithalgdor anomaly
detection stemming from Statef-the-art analysis will be implemented, tested and evaluated against
different attack scenarios. Such scenarios include attacks on edge services, resulting in compromised
edge functions used for eavesdropgiuser traffic and attacks on the infrastructure, such as DDoS
attacks using edge functions for draining edge infrastructure resources. Another attack scenario
under consideration is alerting the system in case of potential radio security incidents,asuch
jamming.

l'y RRAGAZ2YLIE | ROFIYyOSYSyild Aa GKS SEGSyarzy 27
capabilities. The current version is able to collect and process DNS logs, Proxy logs, and Netflow
traffic (sflow). It is imperative to supportath coming from the Radio Access and Core Networks, in
order to capture not only infrastructure related metrics, such as CPU and RAM utilization, but also
mobile network specific metrics, including but not limited to radio conditions (RSRP, RSRQ, RSSI,
SINR, CQI), signalling events, throughput, usage data records, bearer information etc per UE.
Furthermore, the Security Analytics Framework will support APIs for alerts and information fusion
across INSPIREptus enablers.

The final advancement will revohagound extending the graphical user interface of the Framework
usingGraphanaPrometheusand InfluxdB in order to support metrics analytics, as well. The current
version of the graphical user interface supports only flow analytics and this needs fodaged to
support the future attack scenarios we want to study over the course of INGERES.
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5.3.4 Integration-Interaction with HLA enablers

Figure30: Security Analytics Framework in the HLA

The Security Analytics Framework (SAF) belongs to the Domain Security Analytics Engine of of the
HLA and specifically to the Anomaly Detection Service Block. It sources network data from the
Security Data Collector, pggrocesses and transforms the data #mpropriate formats, executes
machine learning inference and provides the results to other entities, including the Decision Engine
and the Data Services.

5.4 Baseline assets used in the project

The following assets will be used by partners as baseline daagbis development of their enablers:

1. IDS, IPS and DPI Security VNFs (NCSRD), developed as part of SHIELD project: Intrusion
Detection, Intrusion Prevention and Deep Packet Inspection VNFs for network security
monitoring.

2. |IAMaasS (TSG), developed as parSendate Tandem project:

a. Digital Identity Services: manage the lifecycle of identities of all subjects and objects,
e.g. network entities of a 5G system, as well as-esel's.

b. Directory Services: provide standard interfaces to store and searciddotities,
associated attributes, esp. securitylevant attributes (roles, groups, organisation,
etc.); and user seervices where they can manage their own account.

c. Credentialing Services: bind credentials (certificate, public key, password, hardware
tokens, etc.) to an identity for authentication.

d. Authentication Services.

e. Security Token Services: issue security assertions, preferably in form of self
contained signed tokens, that can be reused as access token for most if not all
protected interfaces bthe 5G system that require authentication.

f. ldentity Federation Services: provide mechanisms to reuse identities of apthity
domains; this is essential when entities have identities and authentication
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